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Major Industrial
With Bio-monitoring
Permit No.: MT-0024856

MONTANA DEPARTMENT OF
ENVIRONMENTAL QUALITY

AUTHORIZATION TO DISCHARGE UNDER THE

MONTANA POL | UTANT DISCHARGE FI IMINATION SYSTEM (MPDES)

In compliance with Mont. Code Annot. Section 75-5-101 et seq. and ARM Title 17, Chapter 30,
Subchapters 5, 6, 7, and 13.

Department of Environmental Quality
Zortman Mine Site
P.O. Box 313
Zortman, MT 59546

is authorized to discharge from one water treatment plant, seven waste water capture systems, eleven storm
water outfalls and five ground water outfals

to receiving waters named, Ruby Gulch, Carter Gulch, Alder Gulch, Lodgepole Creek and associated
ground water systems

in accordance with discharge point(s), effluent limitations, monitoring requirements and other conditions
set forth herein.  Authorization for discharge is limited to those outfals specificaly listed in the permit.
Specified load allocations support and serve to define total maximum daily loads for the recelving waters
affected.

This permit shall become effective 30 days after date of issuance.

This permit and the authorization to discharge shall expire at midnight five years after the date of issuance.

FOR THE MONTANA DEPARTMENT
OF ENVIRONMENTAL QUALITY

Jan P. Sensibaugh
Director
Department of Environmental Quality

Dated thisl6th day of November, 2001
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

A.

finiti

1.

The "30-day (and monthly) average,” other than for feca coliform bacteria, is the
arithmetic average of al samples collected during a consecutive 30-day period or
calendar month, whichever is applicable. Geometric means shall be calculated for
fecal coliform bacteria. The calendar month shall be used for purposes of reporting
self-monitoring data on discharge monitoring report forms.

The "7-day (and weekly) average," other than for feca coliform bacteria, is the
arithmetic mean of al samples collected during a consecutive 7-day period or
calendar week, whichever is applicable. Geometric means shall be caculated for
fecal coliform bacteria. The 7-day averages are applicable only to those effluent
characteristics for which there are 7-day average effluent limitations. The calendar
week which begins on Sunday and ends on Saturday, shall be used for purposes of
reporting self-monitoring data on discharge monitoring report forms. Weekly
averages shal be calculated for al caendar weeks in the month that have at least 4
days. For example, if a calendar week overlaps two months, the weekly average is
calculated only in the month that contains four or more days of that week.

The "Annual Average Load" is the arithmetic mean of al 30-day or monthly
average loads reported during the calendar year for amonitored parameter.

The "Arithmetic Mean" or "Arithmetic Average' for any set of related values
means the summation of the individual values divided by the number of individua
values.

"Bypass' means the intentional diversion of waste streams from any portion of a
treatment facility.

"Composite samples’ shall be flow proportioned. The composite sample shall, asa
minimum, contain at least four (4) samples collected over the compositing period.
Unless otherwise specified, the time between the collection of the first sample and
the last sample shall not be less than six (6) hours nor more than 24 hours.
Acceptable methods for preparation of composite samples are as follows:

a Congtant time interval between samples, sample volume proportional to
flow rate at time of sampling;

b. Constant time interval between samples, sample volume proportional to
total flow (volume) since last sample. For the first sample, the flow rate at
the time the sample was collected may be used;

C. Constant sample volume, time interval between samples proportiona to
flow (i.e., sample taken every "X" gallons of flow); and,

d. Continuous collection of sample, with sample collection rate proportional to
flow rate.
A "Daily Maximum Limit" specifies the maximum allowable discharge of a
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pollutant during a calendar day. Expressed as units of mass, the daily discharge is
cumulative mass discharged over the course of the day. Expressed as a
concentration, it isthe arithmetic average of all measurements taken that day.

"Department” means the Montana Department of Environmental Quality (MDEQ).

"Director” means the Director of the United States Environmental Protection
Agency's Water Management Division.

"EPA" meansthe United States Environmental Protection Agency.

A "grab" sample, for monitoring requirements, is defined as a single "dip and take"
sample collected at a representative point in the discharge stream.

An "instantaneous’ measurement, for monitoring requirements, is defined as a
single reading, observation, or measurement.

"Load limits' are mass-based discharge limits expressed in units such as|b./day.

A "mixing zone" is a limited area of a surface water body or aquifer where initial
dilution of a discharge takes place and where water quality changes may occur.
Also recognized as an area where certain water quality standards may be exceeded.

"Nondegradation" means the prevention of a significant change in water quality
that lowers the quality of high-quality water for one or more parameters. Also, the
prohibition of any increase in discharge that exceeds the limits established under or
determined from a permit or approval issued by the Department prior to April 29,
1993.

The "Regional Administrator” is the administrator of the EPA Region with
jurisdiction over federa water pollution control activitiesin the State of Montana.

"Sever e property damage' means substantial physical damage to property, damage
to the treatment facilities which causes them to become inoperable, or substantial
and permanent loss of natura resources which can reasonably be expected to occur
in the absence of a bypass. Severe property damage does not mean economic loss
caused by delaysin production.

The term "TMDL" means the tota maximum daily load limitation of a parameter,
representing the estimated assimilative capacity for a water body before other
designated uses are adversely affected. Mathematically, it is the sum of wasteload
alocations for point sources, load alocations for non-point and natural background
sources, and amargin of safety.

"TSS" isthe parameter total suspended solids.

"Upset" means an exceptiona incident in which there is unintentional and
temporary noncompliance with technology-based permit effluent limitations
because of factors beyond the reasonable control of the permittee. An upset does
not include noncompliance to the extent caused by operationa error, improperly



Permit No.:MT-0024856
Page 5 of 24

designed treatment facilities, inadequate treatment facilities, lack of preventive
maintenance, or careless or improper operation.

infion of Disg .

The authorization to discharge provided under this permit is limited to those outfalls
specifically designated below as discharge locations. Discharges at any location not
authorized under an MPDES permit is a violation of the Montana Water Quality Act and
could subject the person(s) responsible for such discharge to pendties under the Act.
Knowingly discharging from an unauthorized location or failing to report an unauthorized
discharge within a reasonable time from first learning of an unauthorized discharge could
subject such person to criminal penalties as provided under Section 75-5-632 of the
Montana Water Quality Act.

1. Surface Water Outfalls;

667 At the end of a discharge pipe which contains the discharge from the
wastewater treatment plant in Ruby Gulch located at approximately
47°5542" N latitude, 108°32'38" W longitude.

696 At the end of a capture trench, emptying to Ruby Gulch located at
approximately 47°55'43" N latitude, 108°32'41" W longitude.

693 At a capture pond overflow, emptying to Ruby Gulch located at
approximately 47°55'47" N latitude, 108°32'45" W longitude.

695 At the end of a capture trench, emptying to Carter Gulch located at
approximately 47°55'31" N latitude, 108°33'47" W longitude..

692 At the end of a capture trench, emptying to Alder Spur located at
approximately 47°55'27" N latitude, 108°32'59" W longitude.

694 At the overflow of a storm water sediment basin, emptying to Ruby
Gulch located at approximately 47°55'41" N latitude, 108°3346" W
longitude.

605 At the end of astorm water diversion, emptying to Alder Spur located

at approximately 47°5521" N latitude, 108°32'48" W longitude.

606 At the end of astorm water diversion, emptying to Alder Spur located
at approximately 47°5525" N latitude, 108°32'58" W longitude.

607 At the end of astorm water diversion, emptying to Alder Spur located
at approximately 47°5527" N latitude, 108°33'10" W longitude.
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611/612 Composite station at the end of a storm water diversion, emptying to
Carter Gulch located at approximately 47°55'30" N Iatitude, 108°3345"
W longitude.
609 At the end of a storm water diversion, emptying to Carter Gulch

located at approximately 47°55'41" N latitude, 108°33'49" W longitude.

608/613 Composite station at the end of a storm water diversion, emptying to
Carter Gulch located at approximately 47°55'49" N Iatitude, 108°33'49"
W longitude.

614 At the end of a storm water diversion, emptying to Carter Gulch

located at approximately 47°55'31" N latitude, 108°33'49" W longitude.

2. Ground Water Outfalls

Ruby Gulch Seepage to ground water from portions of the 79, 82 and 83 leach
pads and all of the 85/86 and 89 leach pads, the OK and Ruby Gulch
waste rock repository and the South Alabama, North Alabama, OK,
Ruby, and Mint mine pits. Compliance well ZL-142 is located
approximately 2.0 miles down gradient (south) from the upper
drainage divide. Surface water compliance site Z-38 is located
approximately 1.3 miles from the upper drainage divide.

Alder Gulch Seepage to ground water from the Alder Gulch waste rock repository
in Carter Gulch, portions of the 79, 82 and 83 leach pads and al of
the 80/81 and 84 leach pads located in Alder Spur and the Alder
Gulch land application disposa area (LAD). Compliance wells AG-
202 and ZL-323 are located approximately 2.0 miles down gradient
(south and east) from the upper drainage divide. Surface water
compliance site Z-8 is located approximately 1.6 miles from the
upper drainage divide.

Lodgepole Creek Seepage to ground water from the north end of the Ross Pit.
Compliance well ZL-209 (Glory Hole Creek) and surface water
compliance sites S-1 (Ross Gulch) and Z-5 (Glory Hole Creek) are
located approximately 1/4 to 1/2 mile down gradient (north) from the
upper drainage divide.

Godlin Flats Seepage to ground water from the land application of wastewater on
Godin Flats. Compliance wells ZL-211 and ZL-212 and surface
water compliance site Z-22C are all located within several hundred
feet of the downgradient edge of the land application area.

The ground water compliance wells listed for the above outfals define the end of the ground
water mixing zones. Maps showing the locations and dimensions of the ground water mixing
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zones are included in the “Zortman/Landusky Project Ground Water and Surface Water

Monitoring Plan”

c ific L imitafi

Wastewater Effluent Limitations

Effective immediately and lasting through the term of the permit, the quality of effluent
discharged by the facility shal, as a minimum, meet the limitations as set forth below:

Mine Drainage Outfalls: Ruby Gulch 667, 693 and 696

TABLE 1. NUMERIC SURFACE WATER EFFLUENT LIMITS

Concentration (mg/l) @

Par ameter @ 30-Day I nstantaneous

Average Maximum
Total suspended Solids (TSS), mg/L® 20 30
Aluminum, dissolved, mg/L 0.087 0.13
Arsenic, total recoverable, mg/L 0.018 0.027
Cadmium, total recoverable, mg/L 0.005 0.008
Copper, total recoverable, mg/L 0.031 0.046
Cyanide, total, mg/L 0.0052 0.0076
Iron, total recoverable, mg/L 1.0 15
Mercury, total recoverable, mg/L 0.00005” | 0.00008"
Nickel, total recoverable, mg/L 0.1 0.15
Nitrate + nitrite total as N, mg/L 10 15
Selenium, total recoverable, mg/L 0.005 0.008
Zinc, total recoverable, mg/L 0.388 0.582
Whole Effluent Toxicity (WET)® N/A 1.0TUa

(1) Seethedefinitionsin Part |.A for explanation of terms.

(2) For determl nation of metals except aluminum, use Total Recoverable method of digestion in

Na Nater and W Section 4.1. EPA-600/4-79-020, revised
1983. Use EPA or Department approved methods of analyses after digestion (40 CFR 136.3).

(3) Thisparameter applies only to the discharge from the water treatment plant (Outfall 667).

(4) Because the required reporting value (RRV) in WQB-7 for mercury (0.0006 mg/L) and for aluminum
(0.1 mg/L) are higher than this permit limit, analytical results reported as less than the RRV shall be
rounded to zero for averaging and reporting purposes on the discharge monitoring report (DMR).

dS €S
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Mine Drainage Outfalls and Surface Water Compliance Sites. 692 (Alder Spur), 695
(Carter Gulch), S1 (Ross Gulch), Z-22C (Godin Flats), Z-38 (Ruby Gulch), Z-8

(Alder Gulch), and Z-5 (Glory Hole Creek)

TABLE 2: NUMERIC SURFACE WATER

EFFLUENT LIMITS

Concentration (mg/l) @

Par ameter @ 30-Day Average I nstantaneous

Maximum
Aluminum, dissolved 0.087 0.13
Arsenic, total recoverable, mg/L 0.018 0.027
Cadmium, total recoverable, mg/L 0.0034/0.005” | 0.005/0.008"
Copper, total recoverable, mg/L 0.0132/0.031“ | 0.02/0.046"
Cyanide, total, mg/L® 0.0052 0.0076
Iron, total recoverable, mg/L 1.0 15
Nickel, total recoverable, mg/L 0.073/0.1% 0.110/0.15™
Nitrate + nitrite total as N, mg/L 10 15
Selenium, total recoverable, mg/L 0.005 0.008
Zinc, total recoverable, mg/L 0.169/0.388" | 0.253/0.582

(1)
2

See the definitionsin Part |.A for explanation of terms.

For determination of metals, except aluminum, use Total Recoverable method of digestion
in_Methods for the Chemical Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-
020, revised 1983. Use EPA or Department approved methods of analyses after digestion
(40 CFR 136.3).

This parameter is not required at sampling site S-1 in Ross Gulch.

The first value is based on a hardness of 150 mg/L, this limit applies only to sites 692, 695,

S1, Z-8 and Z-5. The second vaue is based on a hardness of 400 mg/L, this limit applies
only to sites Z-22C and Z-38.

3
(4)

The pH of the discharge shall remain between 6 and 9 standard units.

There shall be no discharge of floating solids or visible foam in other than trace
amounts.

There shall be no discharge which causes visible oil sheen in the receiving stream.
There shall be no discharge of wastewater which reacts or settles to form an
objectionable dudge deposit or emulsion beneath the surface of the receiving stream

or upon adjoining shorelines.

There shall be no acute toxicity in the effluent discharged by the facility and no
chronic toxicity outside the boundaries of the mixing zone.
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Ground Water Monitoring Wells: ZL -142 (Ruby Gulch) AG-202, ZL-323 (Alder
Gulch), ZL-211 and ZL -212 (Godlin Flats) and ZL-209 (Glory Hole Creek)

TABLE 3: NUMERIC GROUND WATER EFFLUENT LIMITS

Concentration (mg/l) @
Par ameter(z) 30-Day | Instantaneous

Average Maximum
Arsenic, dissolved, mg/L 0.02 0.03
Cadmium, dissolved, mg/L 0.005 0.008
Copper, dissolved, mg/L 1.3 2.0
Cyanide, total, mg/L® 0.2 0.3
Nickel, dissolved, mg/L 0.10 0.15
Nitrate + nitrite Total asN, mg/L 10 15
Selenium, dissolved, mg/L 0.05 0.08
Zinc, dissolved, mg/L 2.1 3.1

(1)
2

©)

See the definitionsin Part |.A for explanation of terms.

For determination of metals use the dissolved method of digestion in_Methods for the Chemical
Anayss of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised 1983. Use EPA or
Department approved methods of analyses after digestion (40 CFR 136.3).

This parameter is not required at sampling site ZL-209 in Glory Hole Creek.

Jf-Monitori .

As aminimum, upon the effective date of this permit, the following constituents shall be monitored
a the frequency and with the type of measurement indicated; samples or measurements shall be
representative of the volume and nature of the monitored discharge. If no discharge occurs during
the entire monitoring period, it shall be stated on the Discharge Monitoring Report Form (EPA No.
3320-1) that no discharge or overflow occurred.

For purposes of determining compliance if a single sample is collected for a monthly reporting
period, that sample must be less than the monthly average. If multiple samples (greater than 1) are
collected in the month then the arithmetic mean of all the samples must be less than the 30-day
average limit and no single sample shall exceed the instantaneous maximum limit.

Mine Drainage Outfall: 667 Wastewater Treatment Plant in Ruby Gulch

TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type(l)
Effluent Flow Rate, gpm Daily Instantaneous
pH, standard units Daily Grab
Specific Conductance, umho/cm Daily Grab

Tota Suspended Solids, mg/L Daily Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate + nitrite total as N, mg/L Weekly Grab
Cyanide WAD, mg/L Twice weekly Grab
Cyanide, total, mg/L Twice weekly Grab
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TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type®
Aluminum, dissolved, mg/L Monthly Grab
Arsenic, total recoverable, mg/L Monthly Grab
Cadmium, total recoverable, mg/L Monthly Grab
Copper, total recoverable, mg/L Monthly Grab
Iron, total recoverable, mg/L Monthly Grab
Manganese, total recoverable, mg/L Monthly Grab
Mercury, total recoverable, mg/L Monthly Grab
Nickel, total recoverable, mg/L Monthly Grab
Selenium, total recoverable, mg/L Monthly Grab
Zinc, total recoverable, mg/L Monthly Grab
Whole Effluent Toxicity (WET), TUa Quarterly Grab

@ Seethe definitionsin Part I.A. of the permit.

Mine Drainage Outfalls: 693 and 696 (Ruby Gulch), 692 (Alder Spur), 695 (Carter Gulch)

TABLE 5: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency(l) Type(z)
Effluent Flow Rate, gpm Weekly Instantaneous
pH, standard units Weekly Grab
Specific Conductance, umho/cm Weekly Grab
Total Suspended Solids, mg/L Weekly Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate + nitrite total as N, mg/L Weekly Grab
Cyanide, WAD, mg/L Weekly Grab
Cyanide, total, mg/L Weekly Grab
Aluminum, dissolved, mg/L Weekly Grab
Arsenic, total recoverable, mg/L Weekly Grab
Cadmium, total recoverable, mg/L Weekly Grab
Copper, total recoverable, mg/L Weekly Grab
Iron, total recoverable, mg/L Weekly Grab
Manganese, total recoverable, mg/L Weekly Grab
Nickel, total recoverable, mg/L Weekly Grab
Selenium, total recoverable, mg/L Weekly Grab
Zinc, total recoverable, mg/L Weekly Grab

@ A sample shall be collected at the first sign of a discharge and weekly thereafter.
2 Seethe definitionsin Part I.A. of the permit.



Surface Water Compliance Sites: S-1 (Ross Gulch), Z-22C (Godlin Flats), Z-38 (Ruby Gulch),

Z-8 (Alder Gulch) and Z-5 (Glory Hole Creek)

TABLE 6: EFFLUENT MONITORING REQUIREMENTS
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Parameter Frequency Type(l)
Effluent Flow Rate, gpm April®, May, June, October® | Instantaneous
pH, standard units April®, May, June, October® Grab
Specific Conductance, umho/cm April®, May, June, October® Grab
Total Suspended Solids, mg/L April®, May, June, October® Grab
Sulfate, mg/L April®, May, June, October® Grab
Hardness, mg/L April®, May, June, October® Grab
Nitrate + nitrite total as N, mg/L April®, May, June, October® Grab
Cyanide WAD, mg/L® April®, May, June, October® Grab
Cyanide, total, mg/L” April®, May, June, October® Grab
Aluminum, dissolved, mg/L April®, May, June, October” Grab
Arsenic, total recoverable, mg/L April®, May, June, October® Grab
Cadmium, total recoverable, mg/L | April®, May, June, October® Grab
Copper, total recoverable, mg/L April®, May, June, October® Grab
Iron, total recoverable, mg/L April®, May, June, October® Grab
Manganese, total recoverable, mg/L | April®, May, June, October® Grab
Nickel, total recoverable, mg/L April®, May, June, October® Grab
Selenium, total recoverable, mg/L | April®, May, June, October® Grab
Zinc, total recoverable, mg/L April®, May, June, October® Grab

@ Seethe definitionsin Part I.A. of the permit.
2 This parameter is not required at sampling site S-1 (Ross Gulch).
3 Late April and October from the 15" to the end of the month.

Storm Water Outfalls - 694, 605, 606, 607, 611/612, 609, 608/613 and 614

TABLE 7: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency® | Type?
Effluent Flow Rate, gpm Semi-annual Instantaneous
pH, standard units Semi-annual Grab
Specific Conductance, umho/cm Semi-annual Grab
Total Suspended Solids, mg/L Semi-annual Grab
Nitrate + nitrite total as N, mg/L Semi-annual Grab
Arsenic, total recoverable, mg/L Semi-annual Grab
Cadmium, total recoverable, mg/L Semi-annual Grab
Copper, total recoverable, mg/L Semi-annual Grab
Nickel, total recoverable, mg/L Semi-annual Grab
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TABLE 7: EFFLUENT MONITORING REQUIREMENTS
Parameter Frequency® | Type?
Selenium, total recoverable, mg/L Semi-annual Grab
Zinc, total recoverable, mg/L Semi-annual Grab
@ One sample in May or June during a spring runoff event, and another sample during July, August or

September during athunderstorm event.
2 Seethe definitionsin Part I.A. of the permit.

Evaluation of Storm Water Quality Monitoring Test Results

Upon the completion of each sampling event, and upon receipt of the sampling test results by the
Permittee, the Permittee shall evauate each parameter test result by comparison with the pertinent
benchmark value stated in Table 9 of this Permit, which is entitled "Storm Water Discharge
Parameter Benchmark Vaues. If there is an exceedance of the benchmark vaue, the Permittee
shall evaluate the source and reason of the exceedance, and consider additional BMPs and/or other
facility management measures which may need to be initiated to improve the quality of storm water
discharges. These measures shall be implemented as necessary and updated in the facility SWPPP
as required. A summary of this evaluation of storm water quality data, any exceedances of the
benchmark values, and additiona BMP and/or other measures which may be necessary shall be
attached to the stormwater Discharge Monitoring Reports (DMR).

TABLE 8: STORM WATER DISCHARGE PARAMETER BENCHMARK VALUES”

Parameter Name Benchmark L evel

Total Suspended Solids 100 mg/L
Nitrate + Nitrite as Nitrogen 0.68 mg/L

pH 6.0-9.0 s.u.
Arsenic, Total 0.16854 mg/L
Cadmium, Total 0.0159 mg/L
Copper, Total 0.0636 mg/L
Nickel, Total 1.417 mg/L
Selenium, Total 0.2385 mg/L
Zinc, Tota 0.117 mg/L

Q) Source of Table: EPA's 10/30/00 Final NPDES Storm Water Multi-Sector General Permit for
Industrial Activities

Ground Water Wastewater Discharge Monitoring

Ground Water Compliance Wells- ZL -142 (Ruby Gulch) AG-202, ZL-323 (Alder
Gulch/Carter Gulch) ZL-211 and ZL-212 (Godlin Flats) and ZL-209 (Glory Hole Creek)

TABLE 9: GROUND WATER MONITORING REQUIREMENTS

Parameter Frequency Type®
Static water level, feet July and November | Instantaneous
pH, standard units July and November | Grab
Specific Conductance, umho/cm July and November | Grab
Sulfate, mg/L July and November | Grab
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TABLE 9: GROUND WATER MONITORING REQUIREMENTS

Parameter Frequency Type®
Hardness, mg/L July and November | Grab
Nitrate + nitrite total as N, mg/L July and November | Grab
Cyanide WAD, mg/L? July and November | Grab
Cyanide, total, mg/ L@ July and November | Grab
Arsenic, total recoverable, mg/L July and November | Grab
Cadmium, total recoverable, mg/L July and November | Grab
Copper, total recoverable, mg/L July and November | Grab
Iron, total recoverable, mg/L July and November | Grab
Manganesg, total recoverable, mg/L July and November | Grab
Nickel, total recoverable, mg/L July and November | Grab
Selenium, total recoverable, mg/L July and November | Grab
Zinc, total recoverable, mg/L July and November | Grab

(@) See the definitionsin Part |.A. of the permit.
2 Does not include L odgepole Creek sampling site Z-209

Whole Effluent Toxicity Testing - Acute Toxicity

Starting in the first calendar quarter following the effective date of the permit, the permittee shall,
at least once each calendar quarter conduct an acute static renewal toxicity test on a dechlorinated
or prechlorinated composite sample of the effluent. Testing will employ one species per quarter
and the permittee shall alternate between the two test species from one quarter to the next.
Samples shall be collected on a two day progression; i.e, if the first yearly sample is on a
Monday, the second yearly sample shall be on a Wednesday, etc. Saturdays, Sundays and
Holidays will be skipped in the progression.

The toxicity tests shall be conducted |n general accordance W|th the proceduree eet out in the
latest revision of Methoao

to_ELedjwateLand_MaLLne_QLgamsns EPA 600/4-90/027 and the RegLQnALLLI_EEA_NEDES
Acute Test Conditions - Static Renewal Whole Effluent Toxicity Test testing protocols. The

permittee shall conduct an acute 48-hour static renewal toxicity test using Ceriodaphnia sp. and
an acute 96-hour static renewal toxicity test using fathead minnows (Pimephales promelas) as the
alternating species. The control of pH in the toxicity test utilizing CO2 enriched atmospheres is
allowed to prevent rising pH drift. The target pH selected must represent the pH vaue of the
combination of effluent and recelving water at the dilution that corresponds to the toxicity
limitation. This target pH value is determined before the actual toxicity sample is collected by
preparing a one liter mixture of effluent and receiving water at the concentration representing the
toxicity limitation. The mixture is allowed to equilibrate in a beaker at room temperature for
three hours. At the end of this period, the pH is measured and reported to the laboratory
conducting the toxicity analysis.

The acute toxicity measured in the effluent shall not exceed the effluent limitation expressed in
Toxic Units Acute (TUa). If more than 10 percent control mortality occurs, the test is considered
invalid and shall be repeated until satisfactory control survival is achieved, unless a specific
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individual exception is granted by the Department. This exception may be granted if less than 10
percent mortality was observed at the dilutions containing high effluent concentrations.

If acute toxicity exceeds the effluent limitation in a routine test, an additional test shall be
conducted within two weeks of the date when the permittee is informed of the exceedance.
Should acute toxicity exceed the effluent limitation in the second test, testing shall occur once a
month until further notified by the Department.

The quarterly test results from the laboratory shall be reported along with the Discharge
Monitoring Report (DMR) form submitted for the end of the reporting calendar quarter (e.g.,
whole effluent results for the reporting quarter ending March 31 shall be reported with the March
DMR due April 28, with the remaining quarterly reports submitted with the June, September, and
December DMRs). The format for the laboratory report shal be consistent with the latest
revision of the EPA form Region VIII Guidance for Acute Whole Effluent Reporting, and shall
include all chemical and physical data as specified.

Toxicity Reduction Evaluation (TRE)
Toxicity ldentification Evaluation (TIE)

Should the effluent exceed the acute toxicity limitation in a routine test and is confirmed by the
additional test, a TIE-TRE shall be undertaken by the permittee to establish the cause of the
toxicity, locate the source(s) of the toxicity, and develop control of, or treatment for the toxicity.
Failure to initiate, or conduct an adequate TIE-TRE, or delays in the conduct of such tests, shall
not be considered a justification for noncompliance with the whole effluent toxicity limits
contained in Part I.C.1 of this permit. A TRE plan needs to be submitted to the permitting
authority within 45 days after confirmation of the continuance of the effluent toxicity.
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MONITORING RECORDING AND REPORTING REQUIREMENTS

A.

Representative Sampling. Samples taken in compliance with the monitoring requirements
established under Part | shall be collected from the effluent stream prior to discharge into

the receiving waters. Samples and measurements shall be representative of the volume and
nature of the monitored discharge.

Manitoring Procedures. Monitoring must be conducted according to test procedures
approved under Part 136, Title 40 of the Code of Federal Regulations, unless other test
procedures have been specified in this permit. All flow-measuring and flow-recording
devices used in obtaining data submitted in self-monitoring reports must indicate values
within 10 percent of the actual flow being measured.

Penalties for Tampering. The Montana Water Quality Act provides that any person who
fasifies, tampers with, or knowingly renders inaccurate, any monitoring device or method

required to be maintained under this permit shall, upon conviction, be punished by afine of
not more than $10,000, or by imprisonment for not more than six months, or by both.

Self-monitoring results will be reported monthly.
Monitoring results obtained during the previous reporting period shall be summarized and
reported on a Discharge Monitoring Report Form (EPA No. 3320-1), postmarked no later
than the 28th day of the month following the completed reporting period. If no discharge
occurs during the reporting period, "no discharge’ shall be reported. Legible copies of
these, and al other reports required herein, shal be signed and certified in accordance with
the "Signatory Requirements' (see Part IV.G of this permit), and submitted to the
Department and the Regional Administrator at the following addresses:

a) Montana Department of Environmental Quality b) U.S. Environmental Protection Agency

Water Protection Bureau 301 South Park Avenue

P.O. Box 200901 Drawer 10096

Helena, Montana 5 9620-0901 Helena, Montana 5 9626
Phone: (406) 444-3080 Phone: (406) 441-1123

Compliance Schedules. Reports of compliance or noncompliance with, or any progress
reports on interim and final requirements contained in any Compliance Schedule of this

permit shall be submitted no later than 14 days following each schedule date.

Additional Monitoring by the Permittee. If the permittee monitors any pollutant more
frequently than required by this permit, using approved anaytical methods as specified in
this permit, the results of this monitoring shal be included in the calculation and reporting
of the data submitted in the Discharge Monitoring Report. Such increased frequency shall
also be indicated.

Recards Contents. Records of monitoring information shall include:
1. The date, exact place, and time of sampling or measurements;
2. The initidls or name(s) of the individua(s) who performed the sampling or

measurements,
3. The date(s) analyses were performed;
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4, The time analyses wereinitiated;

5. Theinitials or name(s) of individual (s) who performed the anayses,

6. References and written procedures, when available, for the analytical techniques or
methods used; and

7. The results of such analyses, including the bench sheets, instrument readouts,
computer disks or tapes, etc., used to determine these resuilts.

Retention of Records. The permittee shall retain records of al monitoring information,
including al calibration and maintenance records and all origina strip chart recordings for
continuous monitoring instrumentation, copies of all reports required by this permit, and
records of al data used to complete the application for this permit, for a period of at least
three years from the date of the sample, measurement, report or application. This period
may be extended by request of the Department at any time. Data collected on site, copies of
Discharge Monitoring Reports, and a copy of this MPDES permit must be maintained on
site during the duration of activity at the permitted location.

P icaof i i

1. The permittee shall report any serious incidents of noncompliance as soon as
possible, but no later than twenty-four (24) hours from the time the permittee first
became aware of the circumstances. The report shal be made to the Water
Protection Bureau at (406) 444-3080 or the Office of Disaster and Emergency
Services at (406) 841-3911. The following examples are considered serious
incidents:

a

Any noncompliance which may seriousy endanger health or the
environment;

Any unanticipated bypass which exceeds any effluent limitation in the
permit (See Part I11.G of this permit, "Bypass of Treatment Facilities'.); or

Any upset which exceeds any effluent limitation in the permit (See Part 111.H
of this permit, "Upset Conditions'.).

2. A written submission shall also be provided within five days of the time that the
permittee becomes aware of the circumstances. The written submission shall
contain:

a

b.

A description of the noncompliance and its cause;
The period of noncompliance, including exact dates and times;

The estimated time noncompliance is expected to continue if it has not been
corrected; and

Steps taken or planned to reduce, eliminate, and prevent reoccurrence of the
noncompliance.



Permit No.:MT-0024856
Page 17 of 24

3. The Department may waive the written report on a case-by-case basis if the ora
report has been received within 24 hours by the Water Protection Bureau, by phone,
(406) 444-3080.

4, Reports shall be submitted to the addressesin Part 11.D of this permit, "Reporting of
Monitoring Results’.

Other Noncompliance Reporting. Instances of noncompliance not required to be reported
within 24 hours shall be reported at the time that monitoring reports for Part 11.D of this

permit are submitted. The reports shall contain the information listed in Part 11.1.2 of this
permit.

Inspection and Entry. The permittee shall allow the head of the Department or the Director,
or an authorized representative thereof, upon the presentation of credentials and other
documents as may be required by law, to:

1. Enter upon the permittee's premises where a regulated facility or activity is located
or conducted, or where records must be kept under the conditions of this permit;

2. Have access to and copy, at reasonable times, any records that must be kept under
the conditions of this permit;

3. Inspect at reasonable times any facilities, equipment (including monitoring and
control equipment), practices, or operations regulated or required under this permit;
and

4, Sample or monitor a reasonable times, for the purpose of assuring permit

compliance, any substances or parameters at any location.

1. COMPLIANCE RESPONSIBILITIES

A.

Duty to Comply. The permittee must comply with al conditions of this permit. Any permit
noncompliance congtitutes a violation of the Act and is grounds for enforcement action; for
permit termination, revocation and reissuance, or modification; or for denia of a permit
renewal application. The permittee shall give the Department or the Regiond
Administrator advance notice of any planned changes at the permitted facility or of an
activity which may result in permit noncompliance.

Penalties for Violations of Permit Conditions. The Montana Water Quaity Act provides
that any person who violates a permit condition of the Act is subject to civil or criminal
penalties not to exceed $10,000 per day of such violation. Any person who willfully or
negligently violates permit conditions of the Act is subject to a fine of not more than
$50,000 per day of violation, or by imprisonment for not more than 2 years, or both, for
subsequent convictions. MCA 75-5-611(a) also provides for administrative penalties not to
exceed $10,000 for each day of violation and up to a maximum not to exceed $100,000 for
any related series of violations. Except as provided in permit conditions on Part 111.G of this
permit, "Bypass of Treatment Facilities' and Part I11.H of this permit, "Upset Conditions’,
nothing in this permit shall be construed to relieve the permittee of the civil or crimind
penalties for noncompliance.
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Need to Halt or Reduce Activity not a Defense. It shall not be a defense for a permitteein

an enforcement action that it would have been necessary to halt or reduce the permitted
activity in order to maintain compliance with the conditions of this permit.

Duty to Mitigate. The permittee shall take all reasonable steps to minimize or prevent any
discharge in violation of this permit which has a reasonable likelihood of adversely
affecting human health or the environment.

Proper Operation and Maintenance. The permittee shall at al times properly operate and

maintain all facilities and systems of treatment and control (and related appurtenances)
which are installed or used by the permittee to achieve compliance with the conditions of
this permit. Proper operation and maintenance also includes adequate laboratory controls
and appropriate quaity assurance procedures. This provision requires the operation of
back-up or auxiliary facilities or similar systems which are installed by a permittee only
when the operation is necessary to achieve compliance with the conditions of the permit.
However, the permittee shall operate, as a minimum, one complete set of each main line
unit treatment process whether or not this process is needed to achieve permit effluent
compliance.

Removed Substances. Collected screenings, grit, solids, dudges, or other pollutants
removed in the course of treatment shall be disposed of in such a manner so as to prevent
any pollutant from entering any waters of the state or creating a health hazard. Any dudges
removed from the facility shall be disposed of in accordance with 40 CFR 503, 258 or other
applicable rule. EPA and MDEQ shall be notified at least 180 days prior to such disposal
taking place.

: lities

1 Bypass not exceeding limitations. The permittee may alow any bypass to occur
which does not cause effluent limitations to be exceeded, but only if it also is for
essential maintenance to assure efficient operation. These bypasses are not subject
to the provisions of Parts 111.G.2 and 111.G.3 of this permit.

2. Notice:
a Anticipated bypass. If the permittee knows in advance of the need for a
bypass, it shall submit prior notice, if possible at least 10 days before the
date of the bypass.

b. Unanticipated bypass. The permittee shall submit notice of an unanticipated
bypass as required under Part II.I of this permit, "Twenty-four Hour

Reporting".
3. Prohibition of bypass.
a Bypass is prohibited and the Department may take enforcement action

against a permittee for a bypass, unless:
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@ The bypass was unavoidable to prevent loss of life, personal injury,
or severe property damage;

()] There were no feasible aternatives to the bypass, such as the use of
auxiliary treatment facilities, retention of untreated wastes, or
maintenance during normal periods of equipment downtime. This
condition is not satisfied if adequate back-up equipment should have
been installed in the exercise of reasonable engineering judgement to
prevent a bypass which occurred during norma periods of
equipment downtime or preventive maintenance; and

3 The permittee submitted notices as required under Part 111.G.2 of this
permit.

b. The Department may approve an anticipated bypass, after considering its
adverse effects, if the Department determines that it will meet the three
conditions listed above in Part [11.G.3.a of this permit.

1. Effect of an upset. An upset constitutes an affirmative defense to an action brought
for noncompliance with technology based permit effluent limitations if the
requirements of Part [11.H.2 of this permit are met. No determination made during
administrative review of claims that noncompliance was caused by upset, and before
an action for noncompliance, is final administrative action subject to judicial review
(i.e., Permittees will have the opportunity for ajudicial determination on any claim
of upset only in an enforcement action brought for noncompliance with technol ogy-
based permit effluent limitations).

2. Conditions necessary for a demonstration of upset. A permittee who wishes to
establish the affirmative defense of upset shal demonstrate, through properly
signed, contemporaneous operating logs, or other relevant evidence that:

a An upset occurred and that the permittee can identify the cause(s) of the
upset;

b. The permitted facility was at the time being properly operated;

C. The permittee submitted notice of the upset as required under Part I1.1 of this
permit, "Twenty-four Hour Notice of Noncompliance Reporting”; and

d. The permittee complied with any remedial measures required under Part
[11.D of this permit, "Duty to Mitigate".

3. Burden of proof. In any enforcement proceeding, the permittee seeking to establish
the occurrence of an upset has the burden of proof.

Toxic Pollutants. The permittee shall comply with effluent standards or prohibitions
established under Section 307(a) of the Clean Water Act for toxic pollutants within the time
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provided in the regulations that establish those standards or prohibitions, even if the permit
has not yet been modified to incorporate the requirement.

Changes in Discharge of Toxic Substances. Notification shal be provided to the

Department as soon as the permittee knows of, or has reason to believe:

1. That any activity has occurred or will occur which would result in the discharge, on
aroutine or frequent basis, of any toxic pollutant which is not limited in the permit,
if that discharge will exceed the highest of the following "notification levels':

a One hundred micrograms per liter (100 pg/l);

b. Two hundred micrograms per liter (200 pg/l) for acrolein and acrylonitrile;
five hundred micrograms per liter (500 ug/l) for 2,4-dinitrophenol and for 2-
methyl-4, 6-dinitrophenol; and one milligram per liter (1 mg/l) for antimony;

C. Five (5) times the maximum concentration value reported for that pollutant
in the permit application in accordance with 40 CFR 122.21(g)(7); or

d. The level established by the Department in accordance with 40 CFR
122.44(f).

2. That any activity has occurred or will occur which would result in any discharge, on
a non-routine or infrequent basis, of a toxic pollutant which is not limited in the
permit, if that discharge will exceed the highest of the following "notification
levels'

a Five hundred micrograms per liter (500 ug/l);

b. One milligram per liter (1 mg/l) for antimony;

C. Ten (10) times the maximum concentration value reported for that pollutant
in the permit application in accordance with 40 CFR 122.21(g)(7); or

Thelevel established by the Department in accordance with 40 CFR 122.44(f).

IV.  GENERAL REQUIREMENTS

A.

Planned Changes. The permittee shall give notice to the Department as soon as possible of
any planned physical alterations or additions to the permitted facility. Notice is required
only when the alteration or addition could significantly change the nature or increase the
guantity of pollutant discharged. This notification applies to pollutants which are not
subject to effluent limitations in the permit.

Anticipated Noncompliance. The permittee shall give advance notice to the Department of
any planned changes in the permitted facility or activity which may result in noncompliance

with permit requirements.

Permit Actions. This permit may be revoked, modified and reissued, or terminated for
cause. The filing of a request by the permittee for a permit modification, revocation and
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reissuance, or termination, or a notification of planned changes or anticipated
noncompliance, does not stay any permit condition.

Duty to Reapply. If the permittee wishes to continue an activity regulated by this permit
after the expiration date of this permit, the permittee must apply for and obtain a new
permit. The application must be submitted at least 180 days before the expiration date of
this permit.

Duty to Provide Information. The permittee shall furnish to the Department, within a

reasonable time, any information which the Department may request to determine whether
cause exists for revoking, modifying and reissuing, or terminating this permit, or to
determine compliance with this permit. The permittee shal aso furnish to the Department,
upon request, copies of records required to be kept by this permit.

Other Information. When the permittee becomes aware that it failed to submit any relevant
facts in a permit application, or submitted incorrect information in a permit application or
any report to the Department, it shall promptly submit such facts or information with a
narrative explanation of the circumstances of the omission or incorrect submittal and why
they weren't supplied earlier.

Signatory Requirements.  All applications, reports or information submitted to the
Department or the EPA shall be signed and certified.

1. All permit applications shall be signed asfollows:
a For a corporation: by aresponsible corporate officer;

b. For a partnership or sole proprietorship: by a genera partner or the
proprietor, respectively;

C. For a municipality, State, Federal, or other public agency: by either a
principal executive officer or ranking elected official.

2. All reports required by the permit and other information requested by the
Department shall be signed by a person described above or by a duly authorized
representative of that person. A person is considered a duly authorized
representative only if:

a The authorization is made in writing by a person described above and
submitted to the Department, and

b. The authorization specified either an individual or a position having
responsibility for the overall operation of the regulated facility or activity,
such as the position of plant manager, operator of a well or a well field,
superintendent, position of equivaent responshbility, or an individua or
position having overal responsbility for environmental matters for the
company. (A duly authorized representative may thus be either a named
individual or any individual occupying a named position.)
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3. Changes to authorization. If an authorization under Part IV.G.2 of this permit is no
longer accurate because a different individual or position has responsibility for the
overall operation of the facility, a new authorization satisfying the requirements of
Part 1V.G.2 of this permit must be submitted to the Department prior to or together
with any reports, information, or applications to be signed by an authorized
representative.

4, Certification. Any person signing a document under this section shall make the
following certification:

"I certify under pendty of law that this document and all attachments
were prepared under my direction or supervision in accordance with a
system designed to assure that qualified personnel properly gather and
evaluate the information submitted. Based on my inquiry of the person
or persons who manage the system, or those persons directly responsible
for gathering the information, the information submitted is, to the best of
my knowledge and beli€f, true, accurate, and complete. | am aware that
there are significant penaties for submitting false information, including
the possibility of fine and imprisonment for knowing violations.”

Penalties for Falsification of Reports. The Montana Water Quality Act provides that any

person who knowingly makes any false statement, representation, or certification in any
record or other document submitted or required to be maintained under this permit,
including monitoring reports or reports of compliance or noncompliance shall, upon
conviction be punished by a fine of not more than $25,000 per violation, or by
imprisonment for not more than six months per violation, or by both.

Availahility of Reports. Except for data determined to be confidential under 40 CFR Part 2,
all reports prepared in accordance with the terms of this permit shall be available for public
inspection at the offices of the Department. As required by the Clean Water Act, permit
applications, permits and effluent data shall not be considered confidential.

Oil and Hazardous Substance Liability. Nothing in this permit shal be construed to

preclude the ingtitution of any legal action or relieve the permittee from any responsibilities,
liabilities, or pendties to which the permittee is or may be subject under Section 311 of the
Clean Water Act.

Property or Water Rights. The issuance of this permit does not convey any property or
water rights of any sort, or any exclusive privileges, nor does it authorize any injury to
private property or any invasion of personal rights, nor any infringement of federal, state or
local laws or regulations.

Severahility. The provisions of this permit are severable, and if any provision of this
permit, or the application of any provision of this permit to any circumstance, is held
invalid, the application of such provision to other circumstances, and the remainder of this
permit, shall not be affected thereby.

Transfers. This permit may be automatically transferred to a new permittee if:

1. The current permittee notifies the Department at least 30 days in advance of the
proposed transfer date;
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The notice includes a written agreement between the existing and new permittees
containing a specific date for transfer of permit responsibility, coverage, and liability
between them;

The Department does not notify the existing permittee and the proposed new
permittee of an intent to revoke or modify and reissue the permit. If this notice is
not received, the transfer is effective on the date specified in the agreement
mentioned in Part IV.M.2 of this permit; and

Required annual and application fees have been paid.

Eees. The permittee is required to submit payment of an annud fee as set forth in ARM
17.30.201. If the permittee fails to pay the annual fee within 90 days after the due date for
the payment, the Department may:

1.

Impose an additional assessment consisting of 15% of the fee plus interest on the
required fee computed at the rate established under 15-31-510(3), MCA, or

Suspend the processing of the application for a permit or authorization or, if the
nonpayment involves an annua permit fee, suspend the permit, certificate or
authorization for which the fee is required. The Department may lift suspension at
any time up to one year after the suspension occurs if the holder has paid al
outstanding fees, including all penalties, assessments and interest imposed under
this sub-section. Suspensions are limited to one year, after which the permit will be
terminated.

Reopener Pravisions. This permit may be reopened and modified (following proper
administrative procedures) to include the appropriate effluent limitations (and compliance

schedule, if necessary), or other appropriate requirements if one or more of the following
events occurs:

1.

Water Quality Standards: The water quality standards of the receiving water(s) to
which the permittee discharges are modified in such a manner as to require different

effluent limits than contained in this permit.

Water Quality Standards are Exceeded: If it isfound that water quality standards or

trigger values in the receiving stream are exceeded either for parameters included in
the permit or others, the Department may modify the effluent limits or water
management plan.

IMDL or Wasteload Allocation: TMDL requirements or a wasteload allocation is
developed and approved by the Department and/or EPA for incorporation in this
permit.

Water Quality Management Plan: A revison to the current water quality
management plan is approved and adopted which calls for different effluent

limitations than contained in this permit.
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5. Toxic Pollutants: A toxic standard or prohibition is established under Section 307(a) of
the Clean Water Act for a toxic pollutant which is present in the discharge and such
standard or prohibition is more stringent than any limitation for such pollutant in this
permit.

V. SPECIAL CONDITIONS

A. Storm Water Pollution Prevention Plan (SWPPP)

The permittee shal be required to implement the Storm Water Management Plan for
Zortman and Landusky Mine Stes prepared for Zortman Mining, Inc. by Hydrometrics, Inc.
dated August 1996. This plan was approved by the Department and incorporated into the
final Water Quality Improvement and Monitoring Compliance Plan prepared for Zortman
Mining, Inc. by Hydrometrics, Inc. dated July 1996.

mini . . for it

The plan shall:

1 be retained on site in accordance with Part VI.A. of this permit for active mine
sites or retained in the nearest field office for inactive mine sites and oil and gas
facilities;

2. be amended whenever there is a change in design, construction, operation, or

maintenance, which has a significant effect on the potential for the discharge of
pollutants to state surface waters, or if the SWPPP proves to be ineffective in
achieving the general objectives of controlling pollutants in storm water
discharges associated with mine reclamation activities. A copy of any plan
amendments must be submitted to the Department within 7 working days of any
change.
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FACT SHEET
for Proposed Permit Limits (Permit Renewal)

PERMITTEE: Department of Environmental Quality
Zortman Mine
P.O. Box 313
Zortman, MT 59546

CONTACT: Director
Montana Department of Environmental Quality
P.O. Box 200901
Helena, MT 59620-0901

PHONE: (406) 444-2544

PERMIT NO.: MT-0024856

LOCATION: T25N, R25E, Sections 6, 7, 17 and 18

Phillips County, Montana

RECEIVING WATERS: Ruby Gulch, Carter Gulch, Alder Spur, and associated ground water

systems

Status of Permit

MPDES Permit No.: MT-0024856 was issued, on January 3, 1987, to Zortman Mining Inc,
(ZM1) Zortman Mine Site for the discharge of storm water to Glory Hole Creek and the
East Fork Ruby Gulch. The permit expired on October 31, 1991.

In August 1993, a suit was filed in District Court by the State of Montana against ZM|
and Pegasus Gold, aleging violations of the Montana Water Quality Act. This was due
in part to acid rock drainage (ARD) at the mine sites. The Environmental Protection
Agency (EPA) filed suit in Federal District Court in June 1995, alleging that discharges
from the mine sites in seven drainages were in violation of the Federal Clean Water Act
(Civil Action No. 95-95-BLG-JDS). The State of Montana then filed in Federal District
Court and citizen suits were also filed in Federal District Court by Island Mountain
Protectors and the Fort Belknap Indian Community Council (Fort Belknap) (Civil Action
No. 95-96-BLG-JDS). Settlement discussions among the parties occurred during 1995
and early 1996 to resolve the complaints. A Consent Decree was lodged in Federal
District Court on July 22, 1996. After a public comment period, the Consent Decree
became effective on September 27, 1996.

A new MPDES permit application was submitted by Zortman Mining, Inc. on December
20, 1996 pursuant to Paragraph 16.a of the Consent Decree. The permit application
identified process water, mine drainage and storm water outfalls. This Fact Sheet and
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Permit were originally being prepared in response to the permit application and Consent
Decree. The Consent Decree is to terminate one year after the effective date of this
permit provided that the permittee complies with the terms and conditions of the
discharge permit.

Since the 1996 permit application was submitted ZMI has filed for bankruptcy protection.
ZMI assets are now being liquidated under Chapter 7. The reclamation bond is held by a
surety company and administrated by the Department of Environmenta Quality (DEQ).
The DEQ and Bureau of Land Management (BLM) are responsible for the reclamation at
the site. The 1996 permit application envisioned continued mining at the site and is no
longer accurate. A revised permit application is being prepared by the DEQ, which reflects
the current reclamation status of the mine. The revised permit will be issued to the DEQ and
signed by the current director.

A Meta Mine Reclamation Act (MMRA) operating permit was issued to ZMI on May 17,
1979. A ground water mixing zone was implied in this permit. Although the MMRA
permit remainsin effect it isno longer applicable to an operating mine and the ground water
mixing zone designation and compliance monitoring have been moved to the MPDES
permit.

Description of the Discharging Facility

Zortman Mining Inc. (ZMI) operated two gold mines: the Zortman Mine and the Landusky
Mine from 1979 until 1996. The two mines lie adjacent to one another in the Little Rocky
Mountains in Phillips County, Montana. In 1998 ZMI filed for bankruptcy protection and
the mine went into a reclamation mode. Prior to the bankruptcy ZMI had constructed two
mechanica wastewater treatment systems, one in Montana Gulch and one in Ruby Gulch.

The treatment system in Ruby Gulch at the Zortman Mine consists of a mechanical lime
addition plant sized to discharge approximately 1,000 gpm (Outfall 667). Three capture
systems feed the mechanical plant. Outfalls have been designated for each capture system
in case of apump failure or large precipitation event (Outfalls 696, 692, and 695).

There are ten storm water outfalls located on site (Outfalls 694, 605, 606, 607, 608, 609,
611, 612, 613 and 614). Outfalls 608/613 and 611/612 are composite outfalls on the west
side and east side, respectively. A storm water management plan was submitted by ZMI to
the Department in August of 1996. Storm water BMPs consist of diversion ditches, control
berms, sediment basins, check dams, filter fence, etc (see Specia Conditions Section 1)
(Hydrometrics, Inc. 1996)

Reclamation in the form of regrading and capping of waste dumps and leach pads is in
process and expected to continue for from 2 to 5 years.

Process water from the heaps, located at both the Landusky and Zortman Mines, is
discharged by land application on Godlin Fats during May through October at



Fact Sheet

November 2001

Permit No.: MT-0024856
Page 3

approximately 100 million gallons ayear. Godlin Flats has been designated as a source area
of pollutants and an outfall assigned in this permit.

Description of Discharge and Discharge Points

1. Past Discharge Data

The origina permit MPDES No.: MT-0024856 issued to Zortman Mining Inc, Zortman
Mine Site, was for the discharge of storm water from open mine pits to Glory Hole Creek
and the East Fork of Ruby Gulch. The discharges to Glory Hole Creek and the East Fork
of Ruby Gulch are two of 18 outfalls currently under consideration at the site. The outfalls
include the discharge of mine drainage after treatment, overflows of mine drainage from
capture systems, storm water, and ground water. Compliance monitoring is a the
designated outfals, in groundwater monitoring wells, and one surface water monitoring
ste.

Datais available on all the new proposed outfalls and background surface water and ground
water quality in the DEQ's Water Protection Bureau (WPB) and Environmenta
Management Bureau (EMB) files. During the life of the origina permit there were no
discharges of mine pit water.

2. Surface Water Qutfalls;

Serial Number Description of Mine Drainage Discharge Points

667 At the end of adischar ge pipe which contains the discharge from the
wastewater treatment plant in Ruby Gulch located at approximately
47°55'42" N latitude, 108°32'38" W longitude.

696 At the end of a capture trench, emptying to Ruby Gulch located at
approximately 47°55'43" N latitude, 108°32'41" W longitude. A
discharge from this outfall occurs only as a result of pump failure or
storm event, which overwhelms the pumping capacity.

693 At a capture pond overflow, emptying to Ruby Gulch located at
approximately 47°55'47" N latitude, 108°3245" W longitude. A
discharge from this outfall occurs only as a result of pump failure or
storm event, which overwhelms the pumping capacity.

695 At the end of a capture trench, emptying to Carter Gulch located
at approximately 47°55'31" N latitude, 108°3347" W longitude. A
discharge from this outfall occurs only as a result of pump failure or
storm event, which overwhelms the pumping capacity.
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692 At the end of a capture trench, emptying to Alder Spur located at
approximately 47°55'27" N latitude, 108°3259" W longitude. A
discharge from this outfall occurs only as a result of pump failure or
storm event, which overwhelms the pumping capacity.

Serial Number Description of Storm Water Discharge Points

694 At the overflow of a storm water sediment basin, emptying to
Ruby Gulch located at approximately 47°55'41" N latitude,
108°33'46" W longitude.

605 At the end of a storm water diversion, emptying to Alder Spur
located at approximately 47°5521" N latitude, 108°32'48" W
longitude.

606 At the end of a storm water diversion, emptying to Alder Spur
located at approximately 47°55'25" N latitude, 108°3258" W
longitude.

607 At the end of a storm water diversion, emptying to Alder Spur
located at approximately 47°5527" N latitude, 108°33'10" W
longitude.

608/613 Composite station at the end of a storm water diversion, emptying
to Carter Gulch located at approximately 47°55'49" N latitude,
108°33'49" W longitude.

609 At the end of a storm water diversion, emptying to Carter Gulch
located at approximately 47°55'41" N latitude, 108°33'49" W
longitude.

611/612 Composite station at the end of a storm water diversion, emptying

to Carter Gulch located at approximately 47°55'30" N latitude,
108°3345" W longitude.

614 At the end of a storm water diversion, emptying to Carter Gulch
located at approximately 47°55'31" N latitude, 108°33'49" W
longitude.

3. Ground water Outfalls

Description of Ground Water Discharges, Compliance Wdlls, and the Surface Water
Compliance Sites S-1 (Ross Gulch) and Z-22C (Godlin Flats)

Ruby Gulch Seepage to ground water from portions of the 79, 82 and 83 leach
pads and all of the 85/86 and 89 leach pads, the OK and Ruby Gulch
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waste rock repository and the South Alabama, North Alabama, OK,
Ruby, and Mint mine pits. Compliance well ZL-142 is located
approximately 2.0 miles down gradient (south) from the upper
drainage divide. Surface water compliance site Z-38 is located
approximately 1.3 miles downgradient from the upper drainage
divide.

Alder/Carter Gulch  Seepage to ground water from the Alder Gulch waste rock repository
in Carter Gulch, portions of the 79, 82 and 83 leach pads and al of
the 80/81 and 84 leach pads located in Alder Spur and the Alder
Gulch land application disposal area (LAD). Compliance wells AG-
202 and ZL-323 are located approximately 2.0 miles down gradient
(south and east) from the upper drainage divide. Surface water
compliance site Z-8 is located approximately 1.6 miles downgradient
from the upper drainage divide.

Lodgepole Creek Seepage to ground water from the north end of the Ross Pit.
Compliance well ZL-209 (Glory Hole Creek) and surface water
compliance sites S-1 (Ross Gulch) and Z-5 (Glory Hole Creek) are
located approximately 1/4 to 1/2 mile down gradient (north) from the
upper drainage divide.

Godlin Flats Seepage to ground water from the land application of wastewater on
Godin Flats. Compliance wells ZL-211 and ZL-212 and surface
water compliance site Z-22C are all located within several hundred
feet of the downgradient edge of the land application area.

The ground water compliance wells listed for the above outfalls define the end of the ground
water mixing zones. Maps showing the locations and dimensions of the ground water
mixing zones are included in the “Zortman/Landusky Project Ground Water and Surface
Water Monitoring Plan”

Description of Receiving Water

Surface water in the mine area emanates from beneath waste rock repositories, heap leach
facilities or springs and seeps effected by mining. The outfalls have been designated at
these points except Outfal 667. Outfall 667 is the discharge to Ruby Gulch from the
wastewater treatment plant. Flow data from the treatment plant (Outfall 667) for the first 10
months of the year 2000 indicate an average annual flow of 108 gpm. This annual average
flow from the treatment plant was used to caculate the waste load allocations. The volume
of 108 gpm is equal to the combination of the individual capture systems (Outfalls 696, 692
and 695). The discharge occurs approximately 3 days aweek for 8 hours a day.
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Surface Water Outfalls 667, 696, 693, 695, and 692, Storm Water Ouifalls 694, 605, 605,
607, 608, 609, 611, 612,613, and 614, Groundwater Outfals in Ruby Gulch, Alder/Carter
Gulch, and Godlin Flats

Ruby Gulch and Alder Gulch and their tributaries in the area of the discharge are classified
as “C-3' [ARM 17.30.610(5)]. Watersclassified “C-3" are considered suitable for bathing,
swimming, and recreation, growth and propagation of non-salmonid fishes and associated
aquatic life, waterfowl, and furbearers. The quality of these watersis naturally marginal for
drinking, culinary and food processing purposes, agricultural and industrial water supply
[ARM 17.30.629(1)].

Lodgepole Creek and its tributaries (Ross Gulch and Glory Hole Creek) in the area of the
discharge are classified as “B-1" [ARM 17.30.610(8)]. Waters classified as “B-1" are
considered suitable for drinking, culinary and food processing purposes, after conventional
treatment; bathing, swimming and recreation; growth and propagation of salmonid fishes
and associated aquatic life, waterfowl and furbearers; and agriculture and industrial water
supply [ARM 17.30.623(1)].

Ruby Gulch from the headwaters to 1 mile below the town of Zortman is listed on
Montanas 1996 303(d) list and is given a low priority for development of total maximum
daily loads (TMDLSs). The water body number for the affected segment of Ruby Gulch is
MT40EJ002-7. The probable impaired uses are warm water fishery, drinking water supply,
aquatic life support and swimming. The probable causes for impairment are metals, pH
flow alteration and other habitat ateration. The probable source is listed as surface mining
and resource extraction. Ruby Gulch ison the 2000 303(d) list.

Alder Spur and Carter Gulch are both tributaries to Alder Gulch. Alder Gulch, in the area of
the discharges, is listed on Montana's 1996 303(d) list and is given alow priority for TMDL
development. The water body number for the affected segment of Alder Gulch is
MT40EJ002-5. The probable impaired uses are cold water fishery, drinking water supply,
aquatic life support and swimming. The probable causes for impairment are metals,
suspended solids and pH. The probable sourceis listed as resource extraction. Alder Gulch
is on the 2000 303(d) list.

Groundwater Outfall in Lodgepole Creek

Glory Hole Creek is atributary of Lodgepole Creek, which is located in the Peoples Creek
drainage. The Peoples Creek drainage in the area of the discharges is classified as “B-1”
[ARM 17.30.610(8)(d)]. Waters classified “B-1" are considered suitable for drinking,
culinary, and food-processing purposes, after conventiona treatment; bathing, swimming,
and recreation; growth and propagation of salmonid fishes and associated aguatic life,
waterfowl, and furbearers; and agricultural and industrial water supply [ARM 17.30.623(1)].

Lodgepole Creek and its tributary Glory Hole Creek are not listed on Montana's 1996 303(d)
list.
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On September 21, 2000, a U.S. District Judge issued an order stating that until all
necessary total maximum daily loads (TMDLS) under Section 303(d) of the Clean Water
Act are established for a particular water quality limited segment (WQLS), the Stateis
not to issue any new permits or increase permitted discharges under the MPDES
program. The order was issued in the lawsuit Friends of the Wild Swanv. U.S. EPA, et
al., CV 97-35-M-DWM, District of Montana, Missoula Division. This section of the
Statement of Basis establishes justification for renewal of this permit under the
September 21, 2000 order.

The Montana Water Quality Act authorizes the issuance of point source discharge
permits on alisted water body pending completion of a TMDL provided that: 1) the
discharge in compliance with the provisions of 75-5-303, MCA (Nondegradation Policy);
2) the discharge will not cause a decline in water quality for the parameters for which the
water body islisted; and, 3) the minimum treatment requirements are met.

The limits set in this permit will serve as the TMDLs for each limited parameter.
Compliance with the limits set in the permit will insure that water quality standards are met
and beneficial uses protected and improved. With completion of al reclamation work and
the implementation of al reasonable land soil and water conservation practices the
department will consider the delisting of these stream segments.

The discharges to Ruby Gulch, Alder Gulch and Glory Hole Creek were in existence prior
to April 29,1993 and as such are not considered new or increased sources. (ARM
17.30.702(16)) The provisions of the nondegradation policy only apply to new or increased
sources. (ARM 17.30.705(1))

Metals, pH and habitat ateration caused by resource extraction impair the streamsin the
areas of the discharges. This permit sets limits on metals that do not exceed the lowest
applicable standards and improve existing water quality. The pH in the dischargesis
maintained at between 6 and 9 standard units. The permit does not allow adischarge
which will cause habitat alteration.

This permit requires minimum treatment limits for TSS and all other parameters if they
are more restrictive than water quality based limits.

Mixing Zone

The mixing zones for al surface water outfalls are considered instantaneous because they
represent the headwaters of the stream and therefore the mean daily flow of the discharge
exceeds the 7-day, 10-year low flow of the receiving water. (ARM 17.30.516(3)(d)) The 7
—day, 10-year low flow for the capture system outfalls is zero. During storm events when
storm water will provide dilution capacity for the discharge from the capture systems the
mixing zone shall extend 10 stream widths (ARM 17.30.516(4)).
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Ground water mixing zones have been established for each drainage which contain either
mine waste rock repositories, leach pads, mine pits, or seeps and springs effected by mine
activities. These ground water mixing zones have been established based on the
disturbances and the geology a the mine site. Mining took place within the core of a
tertiary syenite complex ringed by Paleozoic sedimentary rocks. The mixing zones typically
extend from the headwaters of the drainages within the syenite complex down gradient to
the contact with the Paleozoic formations. Compliance wells and surface water compliance
sites (Godlin Flats and Ross Gulch) are located near the end of the mixing zones to monitor
for compliance with the water quality standards.

Proposed Wastewater Effluent Limits

1 Technology Based Effluent Limits

Active mines are subject to technology-based effluent limits for metals (cadmium, copper,
lead, mercury and zinc), pH and TSS as defined in 40 CFR Part 440 — Ore Mining and
Dressing Point Category Source Category, Subpart J — Copper, Lead, Zinc, Gold, Silver,
and Molybdenum Ores Subcategory. The technology based limits which apply in this
permit are the New Source Performance Standards (NSPS) [40 CFR 440.104(a)]. When
there are both technol ogy based and water quality based limits for a particular parameter, the
more stringent of the two limitsis set as the final effluent limit. Water quality based limits
for al parameters, except TSS, in dl outfalls were more stringent than the NSPS standards.

Inactive mines are not subject to technology based limits. No water quality based effluent
limits (WQBEL) were developed for TSS, therefore the technology-based limit will be
imposed. The TSS limit shall only apply to Outfall 667 where mechanical treatment is
proposed.

2. Water Quality Based Effluent Limits

WQBELSs are generally derived from adilution model based on the concentration of and the
7-day 10-year low flow in the receiving stream and the high flow and concentration in the
discharge. The resulting instream concentrations are the lowest of either human health or
chronic aguatic water quality standard from WQB-7 (September 1999).

Because the discharges covered by this permit are the first waters to exist in the various
drainages which emanate from the sources themselves no mixing in receiving water is
available to impute into a dilution model. For this reason no modeling has been done and
the WQBEL are equa to the applicable standards. Standards for metals vary based on the
hardness of the water. Data from monitoring site Z-15 in Ruby Gulch indicate that the
hardness is greater than 400 mg/L, therefore the water quality standards for metals (for both
the Ruby Gulch and Godlin Flats sites) were calculated using a hardness of 400 mg/L (Table
1). A hardness of 150 mg/L, which isthe arithmetic mean of the data at monitoring Site Z-
8 from 1997 through 1998, was used to calculate limits in Carter Gulch and Alder
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Spur(Table 2). Based on data from Swift Gulch, which is similarly on the north side of the
mining area, a hardness of 150 mg/L was used to calculate limitsin Ross Gulch.

Mercury was first tested from 1987 through 1990 as part of the Alder Gulch land application
areain Zortman. In 1991, mercury was added as part of the regular sampling program for
al sites. Mercury was never used in the mining or milling process in the early days of
mining nor during the ZMI era of mining. There have been atota of 2,136 samples tested
for mercury over 20+ years. Of those samples, 21 have been over the detection limit.
However, the detection limits used were higher than the mercury human health standard in
surface water (0.00005 mg/L). Therefore, a surface water effluent limit for mercury at the
outfall for the waste water treatment plant (outfall 667) isincluded in the permit.

Ground water limits are based on the human health standard as determined in Department
Circular WQB-7 (September 1999). Human health standards are not hardness dependent.

The 30-day average limit was set at the standard and 1.5 times that limit was set as the
i nstantaneous maximum.

Storm Water
Numeric effluent limits have not been defined in this permit for storm water discharges.
Benchmark monitoring levels, as defined in the Department’ s General Discharge Permit for

Sorm Water Associated with Mining and with Oil and Gas Facilities, Permit No MT-
R300000 are required as discussed in Section 2.

Final Wastewater Effluent Limitations

1. Surface Water Final Effluent Limitations

Mine Drainage Outfalls: Ruby Gulch 667, 693, and 696

TABLE 1: NUMERIC SURFACE WATER EFFLUENT LIMITATIONS

Allocated Annual
Parameter® Concentration (mg/L) © AVGE o ;)?)m ¢ Rationale
30-Day | Instantaneous
Average Maximum
. @ NSPS Guidelinesfor Ore
Total suspended Solids (TSS) 20 30 26 Mining (40 CFR 440.104(a))
. . (5) Water Quality Standard
Aluminum, dissolved 0.087 0.13 0.113 (Chronic Aquatic WQB-7)
_ Water Quaity Standard
Arsenic, total recoverable 0.018 0.027 0.023 (Human Health WQB-7)
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TABLE 1: NUMERIC SURFACE WATER EFFLUENT LIMITATIONS
. o Allocated Annu(gl
Par ameter @ Concentration (mg/L) Avez&gﬁjlés)ad Rationale
30-Day | Instantaneous
Average Maximum
. Water Quaity Standard
Cadmium, total recoverable 0.005 0.008 0.0065 (Human Health WQB-7)
Water Quality Standard
Copper, total recoverable 0.031 0.046 0.04 (Chronic Aquatic WQB-7)
. Water Quaity Standard
Cyanide, total 0.0052 .0076 0.007 (Chronic Aquatic WOB-7)
Water Quality Standard
Iron, total recoverable 10 15 13 (Chronic Aquatic WQB-7)
(4) ) (5) Water Quality Standard
Mercury, total recoverable .00005™ | 0.00008 0.000065 (Human Health WQB-7)
. Water Quaity Standard
Nickel, total recoverable 0.10 0.15 0.13 (Human Health WQB-7)
. . Water Quality Standard
Nitrate + nitrite total asN 10 15 13.0 (Human Health WQB-7)
. Water Quaity Standard
Selenium, total recoverable 0.005 0.008 0.0065 (Chronic Aguatic WOB-7)
. Water Quaity Standard
Zinc, total recoverable 0.388 0.582 0.5 (Chronic Aguatic WOB-7)
Whole Effluent Toxicity Water Quality Standard
N/A 10TU N/A
(WET)® 4 (ARM 17.30.629(2)(h)(1))

QL See the definitionsin Part |.A for explanation of terms.

2

3

(4)
©)

The dlocated loads for Ruby Gulch are based on the 30-day average limit and the annual average
values of flow from the water treatment plant Qutfall 6670f 108 gpm Load limits apply only to
Outfall, 667, which is the discharge from the wastewater treatment plant. This is the only outfall
expected to discharge.

For determination of metals, except auminum, use Total Recoverable method of digestion in
Methods for the Chemical Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised
1983. Use EPA or Department approved methods of analyses after digestion (40 CFR 136.3).

This parameter applies only to the discharge from the water treatment plant (Outfall 667).

Because the required reporting value (RRV) in WQB-7 for mercury (0.0006 mg/L) and for
aluminum (0.1 mg/L) are higher than this permit limit, anaytical results reported as less than the
RRV shal be rounded to zero for averaging and reporting purposes on the discharge monitoring
report (DMR).
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Mine Drainage Outfalls and Surface Water Compliance Sites. 692 and 695 (Alder/Carter
Gulch), S-1 (Ross Gulch), Z-22C (Godlin Flats), Z-38 (Ruby Gulch), Z-8 (Alder Gulch), and Z-

5 (Glory Hole Creek)

TABLE 2: NUMERIC SURFACE WATER EFFLUENT LIMITATIONS

Concentration (mg/l) @

Allocated Annual
Average L oad @

Parameter ® (Ib./day) Rationale
30-Day I nstantaneous
Average Maximum
Aluminum, dissolved 0087 | 013 |seefootnote(2) (c\:’mﬁ (Sf(?'t'jgi CSt\f‘V”gaBrfjn
Arsenic, total recoverable 0.018 0.027 |seefootnote (2) (\Qvl?trgaanﬂzlét%/hSVtvag%a_r%
Water Quality Standard
Cadmium, total recoverable %%%?;15)/ 8 8885(5{) seefootnote (2) | (Chronic Aquatic WQB-7) /
: ' (Human Health WQB-7)
0.0132/ 0.02/ Water Quality Standard
Copper, total recoverable 00318 | 00460 |02\ Ccyonic Aquatic WQB-7)
Cyanide, total® 00052 | 00076 |seefootnote(2) (c\:mﬁ Sﬂﬂi ?\?V”gaBrfjn
Iron, total recoverable 1.0 15 see footnote (2) (C\Z/k\:gﬁ (?:gtgl St\(/;\vngaBrdn
Water Quality Standard
Nickel, total recoverable 06017(%/ %11%3%)/ seefootnote (2) | (Chronic Aquatic WQB-7) /
' ' (Human Health WQB-7)
Nitrate + nitrite total as N 10 15 see footnote (2) (\lel?trg aanﬂaeI;It%/h?/tvagoiIBa_r%
Selenium, total recoverable 0.005 0.008 |seefootnote (2) (c\;mggﬂﬁi ?t\?vngaBrdn
: 0.169/ 0.253/ Water Quality Standard
Zinc, totd recoverable 03889 | 05820 |SPeTOOMOC(2)|  opyonic Aquatic WOQB-7)

Q) See the definitionsin Part |.A for explanation of terms.

2 Because of the lack of flow data in the drainages |oads have not been alocated. Data developed over
the five-year term of the permit will be used to develop load allocationsin the future.

(3) For determination of metals, except aluminum, use Total Recoverable method of digestionin
Methods for the Chemical Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised

1983. Use EPA or Department approved methods of analyses after digestion (40 CFR 136.3).
4 This parameter is not required at sampling site S-1 in Ross Gulch.

(5) The first value is based on a hardness of 150 mg/L, this limit applies only to sites 692, 695, S-1, Z-8
and Z-5. The second value is based on a hardness of 400 mg/L, this limit applies only to sites Z-22C

and Z-38.
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The pH of the discharge shal remain between 6 and 9 standard units (ARM
17.30.629(2)(f)).

There shall be no discharge of floating solids or visible foam in other than trace amounts
(ARM 17.30.629(2)(f))(ARM 17.30.623(2)(f)).

There shall be no discharge, which causes visible oil sheen in the receiving stream (ARM
17.30.637(1)(b)).

There shall be no discharge of wastewater, which reacts or settles to form an objectionable
dudge deposit or emulsion beneath the surface of the receiving stream or upon adjoining
shorelines (ARM 17.30.637(1)(a)).

There shal be no acute toxicity in the effluent discharged by the facility and no chronic
toxicity outside the boundaries of the mixing zone (ARM 17.30.629(2)(h)(i)).

2. Ground Water Final Compliance Limitations
Ground Water Compliance Wells. ZL-142 (Ruby Gulch) AG-202, ZL-323 (Alder

Gulch/Carter Gulch) ZL-211 and ZL-212 (Godin Flats) and ZL-209 (Glory Hole
Creek)

TABLE 3: NUMERIC GROUND WATER EFFLUENT LIMITATIONS

Parameter® Concentration (mg/l) © Rationale

30-Day | Instantaneous

Average| Maximum
Arsenic, dissolved 002 | 003 ﬁfgﬁﬂg{ﬁ%ﬁ %
Cadmium, dissolved 0005 | 0008 (wfrmeﬂZ';?hsvtvag%af %
Copper, dissolved 1.3 2.0 (\Qvl?trsaanﬂaeI;t{hsvtvag%a_r%
Cyanide, total® 0.2 03 ﬁfgﬁgﬂ%ﬂ%ﬁ%
Nickel, dissolved 010 | 015 (wfrmeﬂZ';?hsvtvag%af %
Nitrate + nitrite total asN 10 15 (wl?trr?raanglzl;It{hs\/tvag%a-ﬂ?j)
Selenium, dissolved 005 | 008 (wfrmeﬂZ';?hsvtvag%af %
Zin, dissolved 21 31 gfgﬁﬂﬂfﬁ%‘ﬁ ‘73')

QD See the definitionsin Part |.A for explanation of terms.
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2 For determination of metals use the dissolved method of digestion in_Methods for the Chemical
Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised 1983.
(3 This parameter is not required at sampling site ZL-209 in Glory Hole Creek.

Self-Monitoring Requirements

As a minimum, upon the effective date of this permit, the following constituents shall be
monitored at the frequency and with the type of measurement indicated; samples or
measurements shall be representative of the volume and nature of the monitored discharge.
If no discharge occurs during the entire monitoring period, it shall be stated on the
Discharge Monitoring Report Form (EPA No. 3320-1) that no discharge or overflow
occurred.

For purposes of determining compliance if a single sample is collected for a monthly
reporting period, that sample must be less than the monthly average. If multiple samples
(greater than 1) are collected in the month than the arithmetic mean of all the samples must
be less than the 30-day average limit and no single sample shall exceed the instantaneous
maximum limit.

1. Surface Wastewater Discharge Monitoring

Mine Drainage Outfall: 667 Wastewater Treatment Plant in Ruby Gulch

TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type®
Effluent Flow Rate, gpm Daily Instantaneous
pH, standard units Daily Grab
Specific Conductance, umho/cm Daily Grab
Tota Suspended Solids, mg/L Daily Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate + nitrite total as N, mg/L Weekly Grab
Cyanide WAD, mg/L Twice weekly Grab
Cyanide, total, mg/L Twice weekly Grab
Aluminum, dissolved, mg/L Monthly Grab
Arsenic, total recoverable, mg/L Monthly Grab
Cadmium, total recoverable, mg/L Monthly Grab
Copper, total recoverable, mg/L Monthly Grab
Iron, total recoverable, mg/L Monthly Grab
Manganese, total recoverable, mg/L Monthly Grab
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TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type®

Mercury, total recoverable, mg/L Monthly Grab

Nickel, total recoverable, mg/L Monthly Grab

Selenium, total recoverable, mg/L Monthly Grab

Zinc, total recoverable, mg/L Monthly Grab

Whole Effluent Toxicity (WET), TU,4 Quarterly Grab

® See the definitionsin Part I.A. of the permit.

Mine Drainage Outfalls: 693 and 696 (Ruby Gulch), 692 (Alder Spur), 695 (Carter
Gulch)

TABLE 5: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency” Type?
Effluent Flow Rate, gpm Weekly Instantaneous
pH, standard units Weekly Grab
Specific Conductance, umho/cm Weekly Grab
Total Suspended Solids, mg/L Weekly Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate + nitrite total as N, mg/L Weekly Grab
Cyanide, WAD, mg/L Weekly Grab
Cyanide, total, mg/L Weekly Grab
Aluminum, dissolved, mg/L Weekly Grab
Arsenic, total recoverable, mg/L Weekly Grab
Cadmium, total recoverable, mg/L Weekly Grab
Copper, total recoverable, mg/L Weekly Grab
Iron, total recoverable, mg/L Weekly Grab
Manganese, total recoverable, mg/L Weekly Grab
Nickel, total recoverable, mg/L Weekly Grab
Selenium, total recoverable, mg/L Weekly Grab
Zinc, total recoverable, mg/L Weekly Grab

@ A sample shall be collected at the first sign of a discharge and weekly thereafter.
2 Seethe definitionsin Part |.A. of the permit.
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Surface Water Compliance Sites. S-1 (Ross Gulch), Z-22C (Godin Flats), Z-38

(Ruby Gulch), Z-8 (Alder Gulch), and Z-5 (Glory Hole Creek)

TABLE 6: EFFLUENT MONITORING REQUIREMENTS

@

Parameter Frequency Type
Effluent Flow Rate, gpm April®, May, June, October® | Instantaneous
pH, standard units April®, May, June, October® Grab
Specific Conductance, umho/cm April®, May, June, October® Grab
Total Suspended Solids, mg/L April®, May, June, October® Grab
Sulfate, mg/L April®, May, June, October® Grab
Hardness, mg/L April®, May, June, October® Grab
Nitrate + nitrite total as N, mg/L April®, May, June, October® Grab
Cyanide WAD, mg/L"? April®, May, June, October® Grab
Cyanide, total, mg/L"” April®, May, June, October® Grab
Aluminum, dissolved, mg/L April®, May, June, October® Grab
Arsenic, total recoverable, mg/L April®, May, June, October® Grab
Cadmium, total recoverable, mg/L April®, May, June, October® Grab
Copper, total recoverable, mg/L April®, May, June, October® Grab
Iron, total recoverable, mg/L April®, May, June, October® Grab
Manganese, total recoverable, mg/L April®, May, June, October® Grab
Nickel, total recoverable, mg/L April®, May, June, October® Grab
Selenium, total recoverable, mg/L April®, May, June, October® Grab
Zinc, total recoverable, mg/L April®, May, June, October® Grab

@ Seethe definitionsin Part I.A. of the permit.
2 This parameter is not required at sampling site S-1 (Ross Gulch).
(©) Late April and October from the 15™ to the end of the month.

Storm Water Outfalls - 694, 605, 606, 607, 611/612, 609, 608/613 and 614

TABLE 7: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency® | Type®
Effluent Flow Rate, gom Semi-annual Instantaneous
pH, standard units Semi-annua Grab
Specific Conductance, umho/cm Semi-annua Grab
Total Suspended Solids, mg/L Semi-annual Grab
Nitrate + nitrite total as N, mg/L Semi-annual Grab
Arsenic, total recoverable, mg/L Semi-annua Grab
Cadmium, total recoverable, mg/L Semi-annual Grab
Copper, total recoverable, mg/L Semi-annual Grab
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TABLE 7: EFFLUENT MONITORING REQUIREMENTS
Parameter Frequency” |Type®
Nickel, total recoverable, mg/L Semi-annual Grab
Selenium, total recoverable, mg/L Semi-annual Grab
Zinc, total recoverable, mg/L Semi-annual Grab
@ One sample in May or June during a spring runoff event, and another sample during July,

August or September during athunderstorm event.
2 Seethe definitionsin Part |.A. of the permit

2. Evaluation of Storm Water Quality Monitoring Test Results

Upon the completion of each sampling event, and upon receipt of the sampling test results
by the Permittee, the Permittee shall evaluate each parameter test result by comparison with
the pertinent benchmark value stated in Table 9 of this Permit, which is entitled "Storm
Water Discharge Parameter Benchmark Values’. If there is an exceedance of the
benchmark value, the Permittee shall evaluate the source and reason of the exceedance, and
consider additional BMPs and/or other facility management measures which may need to be
initiated to improve the quality of storm water discharges. These measures shal be
implemented as necessary and updated in the facility SWPPP as required. A summary of
this evaluation of storm water quality data, any exceedances of the benchmark values, and
additional BMP and/or other measures which may be necessary shall be attached to the
stormwater Discharge Monitoring Reports (DMR).

TABLE 8: STORM WATER DISCHARGE PARAMETER BENCHMARK VALUES®

Parameter Name Benchmark Level

Total Suspended Solids 100 mg/L
Nitrate + Nitrite Nitrogen 0.68 mg/L

pH 6.0-9.0 s.u.
Arsenic, Total 0.16854 mg/L
Cadmium, Total 0.0159 mg/L
Copper, Total 0.0636 mg/L
Nickel, Total 1.417 mg/L
Selenium, Total 0.2385 mg/L
Zinc, Tota 0.117 mg/L

Q) Source of Table: EPA's 10/30/00 Final NPDES Storm Water Multi-Sector General
Permit for Industrial Activities
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Ground Water Compliance Weélls - ZL-142 (Ruby Gulch) AG-202, ZL-323 (Alder
Gulch/Carter Gulch) ZL-211 and ZL-212 (Godin Flats) and ZL-209 (Glory Hole

Creek)
TABLE 9: GROUND WATER MONITORING REQUIREMENTS
Par ameter Frequency Type®
Static water leve, feet July and November | Instantaneous
pH, standard units July and November | Grab
Specific Conductance, umho/cm July and November | Grab
Sulfate, mg/L July and November | Grab
Hardness, mg/L July and November | Grab
Nitrate + nitrite total as N, mg/L July and November | Grab
Cyanide WAD, mg/L®@ July and November | Grab
Cyanide, total, mg/L® July and November | Grab
Arsenic, total recoverable, mg/L July and November | Grab
Cadmium, total recoverable, mg/L July and November | Grab
Copper, total recoverable, mg/L July and November | Grab
Iron, total recoverable, mg/L July and November | Grab
Manganese, total recoverable, mg/L July and November | Grab
Nickel, total recoverable, mg/L July and November | Grab
Selenium, total recoverable, mg/L July and November | Grab
Zinc, total recoverable, mg/L July and November | Grab

@
@)

See the definitionsin Part |.A. of the permit.

Special Conditions

Does not include sampling site Z-209 in Glory Hole Creek

Storm Water Pollution Prevention Plan (SWPPP)

The permittee shall be required to implement the Sorm Water Management Plan for
Zortman and Landusky Mine Stes prepared for Zortman Mining, Inc. by
Hydrometrics, Inc. dated August 1996. This plan was approved by the Department
and incorporated into the finad Water Quality Improvement and Monitoring
Compliance Plan prepared for Zortman Mining, Inc. by Hydrometrics, Inc. dated

July 1996.
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Administrative Requirements for the SWPPP
The plan shall:
1. be retained on site in accordance with Part VI.A. of this permit for active

mine sites or retained in the nearest field office for inactive mine sites and
oil and gasfacilities;

2. be amended whenever there is a change in design, construction, operation,
or maintenance, which has a significant effect on the potential for the
discharge of pollutants to state surface waters, or if the SWPPP proves to
be ineffective in achieving the general objectives of controlling pollutants
in storm water discharges associated with mine reclamation activities. A
copy of any plan amendments must be submitted to the Department within
7 working days of any change.

Information Sources

While developing the effluent limitations, monitoring requirements and special conditions
for the draft permit, the following information sources were used to establish the basis of the
draft permit and are hereby referenced:

D

2
©)
(4)

Q)

(6)

(1)
(8)

9)

(10)

ARM Title 17, Chapter 30, Sub-chapter 5 - Mixing Zones in Surface and Ground
Weter.

ARM Title 17, Chapter 30, Sub-chapter 6 - Surface Water Quality Standards.
ARM Title 17, Chapter 30, Sub-chapter 7 - Nondegradation of Water Quality.

ARM Title 17, Chapter 30, Sub-chapter 13 - Montana Pollutant Discharge
Elimination System (MPDES) Standards.

Consent Decree, (1996), In the United States Didtrict Court for the District of
Montana Billings Division, Civil Action No. 95-95-Blg-JDS and No. 95-96-Blg-
JDS

Consolidated MPDES Permit Application Form 1 and Short Form 2C, received
December 24, 1996.

Environmental Management Bureau Discharge Monitoring Reports.

Harvey, Kevin C., (1998), Background Surface Water Quality at the Zortman
Landusky Mine Sites, pp.31.

Hydrometrics, Inc., (1996) Storm Water Management Plan for Zortman and
Landusky Mine Sites.

Montana Water Quality Act, MCA 75-5-101 et seq.
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(11) Montana (1996) 303(d) Ligt, list of Waterbodies in Need of Total Maximum Daily
Load Devel opment.

(120 MPDES Permit File No. MT-0000396, effective date of January 3 1987, expiration
date of October 31, 1991.

(13) Updated MPDES Permit Application for the Landusky Mine Site Phillips County,
Montana, dated December 20, 1996.

PrREPARED BY: TERRY WEBSTER, MARCH 2001
RevIsED: NOvEMBER 2001






Major Industrial
No Bio-monitoring
Permit No.: MT-0024864

MONTANA DEPARTMENT OF
ENVIRONMENTAL QUALITY

AUTHORIZATION TO DISCHARGE UNDER THE

MONTANA POL | UTANT DISCHARGE FI IMINATION SYSTEM (MPDES)

In compliance with Mont. Code Annot. Section 75-5-101 et seq. and ARM Title 17, Chapter 30,
Subchapters 5, 6, 7, and 13.

Department of Environmental Quality
Landusky Mine Site
P.O. Box 313
Zortman, MT 59546

is authorized to discharge from one water treatment plant, seven waste water capture systems, eleven storm
water outfalls and five ground water outfals

to receiving waters named, M ontana Gulch, Swift Gulch, King Creek, Mill Gulch, and Sullivan Gulch
Park, and associated ground water systems

in accordance with discharge point(s), effluent limitations, monitoring requirements and other conditions
set forth herein.  Authorization for discharge is limited to those outfals specifically listed in the permit.
Specified load allocations support and serve to define total maximum daily loads for the recelving waters
affected.

This permit shall become effective 30 days after date of issuance.

This permit and the authorization to discharge shall expire at midnight five years after the date of issuance.

FOR THE MONTANA DEPARTMENT OF
ENVIRONMENTAL QUALITY

Jan P. Sensibaugh
Director
Department of Environmental Quality

Dated this 16" day of November, 2001
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

A.

finiti

1.

The "30-day (and monthly) average," other than for feca coliform bacteria, is the
arithmetic average of al samples collected during a consecutive 30-day period or
calendar month, whichever is applicable. Geometric means shall be calculated for
fecal coliform bacteria. The calendar month shall be used for purposes of reporting
self-monitoring data on discharge monitoring report forms.

The "7-day (and weekly) average," other than for feca coliform bacteria, is the
arithmetic mean of al samples collected during a consecutive 7-day period or
calendar week, whichever is applicable. Geometric means shall be caculated for
fecal coliform bacteria. The 7-day averages are applicable only to those effluent
characteristics for which there are 7-day average effluent limitations. The calendar
week which begins on Sunday and ends on Saturday, shall be used for purposes of
reporting self-monitoring data on discharge monitoring report forms. Weekly
averages shal be calculated for al caendar weeks in the month that have at least 4
days. For example, if a calendar week overlaps two months, the weekly average is
calculated only in the month that contains four or more days of that week.

The "Annual Average Load" is the arithmetic mean of all 30-day or monthly
average loads reported during the calendar year for amonitored parameter.

The "Arithmetic Mean" or "Arithmetic Average' for any set of related values
means the summation of the individual values divided by the number of individua
values.

"Bypass' means the intentional diversion of waste streams from any portion of a
treatment facility.

"Composite samples’ shall be flow proportioned. The composite sample shall, asa
minimum, contain at least four (4) samples collected over the compositing period.
Unless otherwise specified, the time between the collection of the first sample and
the last sample shall not be less than six (6) hours nor more than 24 hours.
Acceptable methods for preparation of composite samples are as follows:

a Congtant time interval between samples, sample volume proportional to
flow rate at time of sampling;

b. Constant time interval between samples, sample volume proportional to
total flow (volume) since last sample. For the first sample, the flow rate at
the time the sample was collected may be used;

C. Constant sample volume, time interval between samples proportiona to
flow (i.e., sample taken every "X" gallons of flow); and,

d. Continuous collection of sample, with sample collection rate proportional to
flow rate.
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A "Daily Maximum Limit" specifies the maximum allowable discharge of a
pollutant during a calendar day. Expressed as units of mass, the daily discharge is
cumulative mass discharged over the course of the day. Expressed as a
concentration, it isthe arithmetic average of all measurements taken that day.

"Department” means the Montana Department of Environmental Quality (MDEQ).

"Director” means the Director of the United States Environmental Protection
Agency's Water Management Division.

"EPA" meansthe United States Environmental Protection Agency.

A "grab" sample, for monitoring requirements, is defined as a single "dip and take"
sample collected at arepresentative point in the discharge stream.

An "instantaneous’ measurement, for monitoring requirements, is defined as a
single reading, observation, or measurement.

"Load limits' are mass-based discharge limits expressed in units such as|b./day.

A "mixing zone" is a limited area of a surface water body or aquifer where initial
dilution of a discharge takes place and where water quality changes may occur.
Also recognized as an area where certain water quality standards may be exceeded.

"Nondegradation" means the prevention of a significant change in water quality
that lowers the quality of high-quality water for one or more parameters. Also, the
prohibition of any increase in discharge that exceeds the limits established under or
determined from a permit or approval issued by the Department prior to April 29,
1993.

The "Regional Administrator” is the administrator of the EPA Region with
jurisdiction over federa water pollution control activitiesin the State of Montana.

"Sever e property damage' means substantial physical damage to property, damage
to the treatment facilities which causes them to become inoperable, or substantial
and permanent loss of natura resources which can reasonably be expected to occur
in the absence of a bypass. Severe property damage does not mean economic loss
caused by delaysin production.

The term "TMDL" means the tota maximum daily load limitation of a parameter,
representing the estimated assimilative capacity for a water body before other
designated uses are adversely affected. Mathematically, it is the sum of wasteload
alocations for point sources, load alocations for non-point and natural background
sources, and amargin of safety.

"TSS" isthe parameter total suspended solids.
"Upset" means an exceptiona incident in which there is unintentional and

temporary noncompliance with technology-based permit effluent limitations
because of factors beyond the reasonable control of the permittee. An upset does
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not include noncompliance to the extent caused by operationa error, improperly
designed treatment facilities, inadequate treatment facilities, lack of preventive
maintenance, or careless or improper operation.

infion of Disg .

The authorization to discharge provided under this permit is limited to those outfalls
specifically designated below as discharge locations. Discharges at any location not
authorized under an MPDES permit is a violation of the Montana Water Quality Act and
could subject the person(s) responsible for such discharge to pendties under the Act.
Knowingly discharging from an unauthorized location or failing to report an unauthorized
discharge within a reasonable time from first learning of an unauthorized discharge could
subject such person to criminal penalties as provided under Section 75-5-632 of the
Montana Water Quality Act.

1. Surface Water Qutfalls;

i I infion of Mi : - :

591 At the outfall of alined collection pond which contains the discharge
from a waste water treatment plant and the mine drainage from
Montana Gulch, emptying to Montana Gulch located at
approximately 47°54'30" N latitude, 108°37'47" W longitude.

571 Mine drainage emptying to Swift Gulch located at approximately
47°55'34” N latitude, 108°35'50" W longitude.

590 Mine drainage emptying to King Creek located at approximately
47°55°26" N latitude, 108°37'00" W longitude.

599 At the end of a capture trench, emptying to Montana Gulch
located a approximately 47°54'19" N latitude, 108°37'34" W
longitude.

592 At the end of a staging pond, emptying to M ontana Gulch located

at approximately 47°54'21" N latitude, 108°37'34" W longitude.

598 At the end of a capture trench, emptying to Mill Gulch located at
approximately 47°54'30" N latitude, 108°36'28" W longitude.

595 At the end of a capture trench, emptying to Sullivan Park located
at approximately 47°54'41” N latitude, 108°35'53" W longitude.

587 At the end of a capture pond, emptying to Sullivan Park located at
approximately 47°54'43" N latitude, 108°35'54" W longitude.
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i I infion of i :

508

596

514

597

519

512

511

o517

506

505

At the end of a water sediment basin, emptying to Swift Gulch
located a approximately 47°5518" N latitude, 108°3550" W
longitude.

At the end of a water sediment basin, emptying to King Creek
located a approximately 47°5535" N latitude, 108°37'03" W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°55'00" N latitude, 108°37'31" W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°54'29" N latitude, 108°37'48" W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°55'25" N latitude, 108°37'45" W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°54'17" N latitude, 108°37'35" W
longitude.

At the end of a storm water diversion, emptying to Mill Gulch
located a approximately 47°54'18" N latitude, 108°37'09" W
longitude.

At the end of a storm water diversion, emptying to Mill Gulch
located a approximately 47°54'37" N latitude, 108°37'01" W
longitude.

At the end of a storm water diversion, emptying to Mill Gulch
located a approximately 47°54'29" N latitude, 108°36'28" W
longitude.

At the end of a storm water diversion, emptying to Sullivan Park
located a approximately 47°54'40" N latitude, 108°3552" W
longitude.

At the end of a storm water diversion, emptying to Sullivan Park
located a approximately 47°54'55" N latitude, 108°3541" W
longitude.
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2. Ground Water Outfalls

Montana Gulch

Mill Gulch

Rock Creek/Sullivan

Swift Gulch

King Creek

Seepage to ground water from the 80-82 pad, 83 pad, 85-86 pad,
Montana Gulch waste rock repository, Gold Bug Pit backfill, and the
Queen Rose Pit located in the upper Montana Gulch drainage.
Compliance wells ZL-319 and ZL-113 are located approximately 1.5
miles down gradient (southeast). Surface water compliance site D-7
islocated 1.5 miles dowgradient from the upper drainage divide.

Seepage to ground water from the Mill Gulch waste rock repository,
the Mill Gulch pad and the 87-91 pad. Compliance well ZL-136 is
located approximately 1.5 miles down gradient (southwest). Surface
water compliance site L-22 is located 1.1 miles downgradient from
the upper drainage divide.

Seepage to ground water from the Sullivan Gulch pad and the 87-91
pad. Compliance wells ZL-308 and ZL-310 are located
approximately 1.5 miles down gradient (southwest). Surface water
compliance site RCSS-10 is located 1.1 miles dowgradient from the
upper drainage divide.

Seepage to ground water is from the Queen Rose and Surprise pit
backfill materials in upper Swift Gulch. If source control fails to
stop the seepage at Outfall 571, seepage will be collected and treated
prior to discharge to surface water through Outfal 571 (see the
gpecia conditions in section V of this permit). Surface water
compliance station L-49 is located approximately 1 mile down the
drainage (northwest).

Seepage to ground water from the August #2 waste rock repository
located in upper King Creek. If removal of the waste repository fails
to remediate the seep, seepage will be collected and treated prior to
discharge to surface water through Outfall 590 (see the special
conditions in section V of this permit). Compliance well ZL-139 is
located approximately 1/2 mile down gradient (west). Surface water
compliance site L-39 is located 1.0 mile dowgradient from the upper
drainage divide.

The ground water compliance wells listed for the above outfalls define the end of the
ground water mixing zones. Maps showing the locations and dimensions of the ground
water mixing zones are included in the “Zortman/Landusky Project Ground Water and
Surface Water Monitoring Plan”
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Wastewater Effluent Limitations

Effective immediately and lasting through the term of the permit, the quality of effluent
discharged by the facility shal, as a minimum, meet the limitations as set forth below:

Mine Drainage Outfalls: 591, 592 and 599 (Montana Gulch), 598 (Mill Gulch), 587

Permit No.: MT-0024864
Page 8 of 26

and 595 (Rock Creek/Sulivan Gulch), and 590 (King Creek)

TABLE 1: NUMERIC SURFACE WATER EFFLUENT LIMITS

Concentration (mg/l) ®
Par ameter(z) 30-Day I nstantaneous

Average Maximum
Total suspended Solids (TSS)® 20 30
Aluminum, dissolved 0.087® 0.13
Arsenic, total recoverable 0.018 0.027
Cadmium, total recoverable 0.005 0.008
Copper, total recoverable 0.031 0.046
Cyanide, total® 0.0052 0.0076
Iron, total recoverable 1.0 15
Mercury, total recoverable” 0.00005° | 0.00008"
Nickel, total recoverable 0.1 0.15
Nitrate + Nitrite total as N 10 15
Selenium, total recoverable 0.005 0.008
Zinc, total recoverable 0.388 0.582
Whole Effluent Toxicity (WET)® Aoicpie | 10TUR

(1)
2

3
(4)
©)

See the definitionsin Part |.A for explanation of terms.

For determination of metals, except aluminum, use Total Recoverable method of digestion
in_Methods for the Chemical Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-
020, revised 1983. Use EPA or Department approved methods of analyses after digestion
(40 CFR 136.3).

This parameter applies only to the discharge from the water treatment plant (Outfall 591).
This parameter is not required at Outfall 590 in King Creek.

Because the required reporting value (RRV) in WQB-7 for mercury (0.0006 mg/L) and for
aluminum (0.1 mg/L) are higher than this permit limit, analytical results reported as less than
the RRV shall be rounded to zero for averaging and reporting purposes on the discharge
monitoring report (DMR).

Mine Drainage Outfall and Surface Water Compliance Site: 571 and L-49 (Swift

Gulch)

TABLE 2: NUMERIC SURFACE WATER EFFLUENT LIMITS

Concentration (mg/l) ®
Parameter @ 30-Day | Instantaneous

Average Maximum
Aluminum, dissolved 0.087%% 0.13
Arsenic, total recoverable 0.018 0.027
Cadmium, total recoverable 0.0034 0.005
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TABLE 2: NUMERIC SURFACE WATER EFFLUENT LIMITS

Concentration (mg/l) @

Par ameter(z) 30-Day I nstantaneous
Average M aximum
Copper, total recoverable 0.0132 0.02
Iron, total recoverable 1.0 15
Nickd, total recoverable 0.073 0.110

Nitrate + Nitrite total asN 10 15

Selenium, total recoverable

0.005 0.008

Zinc, total recoverable

0.169 0.253

(1)
2

3

See the definitionsin Part |.A for explanation of terms.

For determination of metds except alum| num, use Total Recoverable method of digestion
in_Method ar and Wadtes, Section 4.1. EPA-600/4-79-
020, revised 1983 Use EPA or Department approved methods of analyses after digestion
(40 CFR 136.3).

Because the required reporting value (RRV) in WQB-7 for aluminum (0.1 mg/L) is higher
than this permit limit, analytical results reported as less than the RRV shall be rounded to
zero for averaging and reporting purposes on the discharge monitoring report (DMR).

q

The pH of the discharge shall remain between 6 and 9 standard units.

There shall be no discharge of floating solids or visible foam in other than trace
amounts.

There shall be no discharge which causes visible oil sheen in the receiving stream.
There shall be no discharge of wastewater, which reacts or settles to form an
objectionable dudge deposit or emulsion beneath the surface of the receiving stream
or upon adjoining shorelines.

There shall be no acute toxicity in the effluent discharged by the facility and no
chronic toxicity outside the boundaries of the mixing zone.

Ground Water Compliance Wells: ZL-319 and ZL-113 (Montana Gulch), ZL-136
(Mill Gulch), ZL-308 and ZL-310 (Rock Creek/Sullivan Gulch) and ZL-139 (King

Creek)

TABLE 3: NUMERIC GROUND WATER EFFLUENT LIMITS

Concentration (mg/l) @
Par ameter(z) 30-Day | Instantaneous

Average Maximum
Arsenic, dissolved 0.020 0.030
Cadmium, dissolved 0.005 0.008
Copper, dissolved 1.3 2.0
Cyanide, total® 0.2 0.3
Nickel, dissolved 0.10 0.15
Nitrate + Nitrite Total as N 10 15
Selenium, dissolved 0.05 0.08
Zinc, dissolved 2.1 3.1

QD See the definitionsin Part |.A for explanation of terms.
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2 For determination of metals use the dissolved method of digestion in_Methods for the Chemical
Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised 1983. Use EPA or
Department approved methods of analyses after digestion (40 CFR 136.3).

3) This parameter is not required at sampling site ZL-139 in King Creek.

Jf-Monitori .

As aminimum, upon the effective date of this permit, the following constituents shall be monitored
a the frequency and with the type of measurement indicated; samples or measurements shall be
representative of the volume and nature of the monitored discharge. If no discharge occurs during
the entire monitoring period, it shall be stated on the Discharge Monitoring Report Form (EPA No.
3320-1) that no discharge or overflow occurred.

For purposes of determining compliance if a single sample is collected for a monthly reporting
period, that sample must be less than the monthly average. If multiple samples (greater than 1) are
collected in the month than the arithmetic mean of all the samples must be less than the 30-day
average limit and no single sample shall exceed the instantaneous maximum limit.

1. Surface Wastewater Discharge Monitoring

Mine Drainage Outfall: 591 Wastewater Treatment Plant in Montana Gulch

TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Par ameter Freguency Type®
Effluent Flow Rate, gpm Daily Instantaneous
pH, standard units Daily Grab
Specific Conductance, umho/cm Daily Grab
Total Suspended Solids, mg/L Daily Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate + Nitrite total as N, mg/L Weekly Grab
Cyanide, WAD, mg/L Twice weekly Grab
Cyanide, total, mg/L Twice weekly Grab
Aluminum, dissolved, mg/L Monthly Grab
Arsenic, total recoverable, mg/L Monthly Grab
Cadmium, total recoverable, mg/L Monthly Grab
Copper, total recoverable, mg/L Monthly Grab
Iron, total recoverable, mg/L Monthly Grab
Manganese, total recoverable, mg/L Monthly Grab
Mercury, total recoverable, mg/L Monthly Grab
Nickel, total recoverable, mg/L Monthly Grab
Selenium, total recoverable, mg/L Monthly Grab
Zinc, total recoverable, mg/L Monthly Grab
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TABLE 4: EFFLUENT MONITORING REQUIREMENTS
Parameter Frequency Type®
Whole Effluent Toxicity (WET), TUa Quarterly Grab
@ Seethe definitionsin Part I.A. of the permit.

Mine Drainage Outfalls. 592 and 599 (Montana Gulch), 598 (Mill Gulch), 587 and 595
(Rock Creek/Sullivan Gulch)

TABLE 5: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency(l) Type(z)
Effluent Flow Rate, gpm Weekly Instantaneous
pH, standard units Weekly Grab
Specific Conductance, umho/cm Weekly Grab
Total Suspended Solids, mg/L Weekly Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate + Nitrite total as N, mg/L Weekly Grab
Cyanide, WAD, mg/L Weekly Grab
Cyanide, total, mg/L Weekly Grab
Aluminum, dissolved, mg/L Weekly Grab
Arsenic, total recoverable, mg/L Weekly Grab
Cadmium, total recoverable, mg/L Weekly Grab
Copper, total recoverable, mg/L Weekly Grab
Iron, total recoverable, mg/L Weekly Grab
Manganese, total recoverable, mg/L Weekly Grab
Nickel, total recoverable, mg/L Weekly Grab
Selenium, total recoverable, mg/L Weekly Grab
Zinc, total recoverable, mg/L Weekly Grab

@ A sample shall be collected at the first sign of a discharge and weekly thereafter.
2 Seethe definitionsin Part I.A. of the permit.

Mine Drainage Outfalls: 571 (Swift Gulch) and 590 (King Creek)

TABLE 6: EFFLUENT MONITORING REQUIREMENTS

Par ameter Frequency Type®
Effluent Flow Rate, gpm Monthly Instantaneous
pH, standard units Monthly Grab
Specific Conductance, umho/cm Monthly Grab

Total Suspended Solids, mg/L Monthly Grab
Hardness, mg/L Monthly Grab
Sulfate, mg/L Monthly Grab
Nitrate + Nitrite total asN, mg/L Monthly Grab
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TABLE 6: EFFLUENT MONITORING REQUIREMENTS

Parameter Freguency Type®
Aluminum, dissolved, mg/L Monthly Grab
Arsenic, total recoverable, mg/L Monthly Grab
Cadmium, total recoverable, mg/L Monthly Grab
Copper, total recoverable, mg/L Monthly Grab
Iron, total recoverable, mg/L Monthly Grab
Manganese, total recoverable, mg/L Monthly Grab
Nickel, total recoverable, mg/L Monthly Grab
Selenium, total recoverable, mg/L Monthly Grab
Zinc, total recoverable, mg/L Monthly Grab

@ Seethe definitionsin Part I.A. of the permit.

Surface Water Compliance Sites: D-7 (Montana Gulch), L-22 (Mill Gulch), RCSS-10 (Rock

Creek/Sullivan Gulch), L-39 (King Creek) and L-49 (Swift Gulch)

TABLE 7: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type(l)
Effluent Flow Rate, gpm April®, May, June, October®® | Instantaneous
pH, standard units April®, May, June, October® Grab
Specific Conductance, umho/cm April®, May, June, October® Grab
Total Suspended Solids, mg/L April®, May, June, October® Grab
Sulfate, mg/L April®, May, June, October® Grab
Hardness, mg/L April®, May, June, October® Grab
Nitrate + Nitrite total as N, mg/L April®, May, June, October® Grab

anide WAD, mg/L? April®, May, June, October® | Grab
W ’ P ay,

anide, total, ma/L® April® May, June, October® Grab
Cy 1 ’ p ay
Aluminum, dissolved, mg/L April®, May, June, October® Grab
Arsenic, total recoverable, mg/L April®, May, June, October® Grab
Cadmium, total recoverable, mg/L April®, May, June, October® Grab
Copper, total recoverable, mg/L April®, May, June, October® Grab
Iron, total recoverable, mg/L April®, May, June, October® Grab
Manganese, total recoverable, mg/L April®, May, June, October® Grab
Nickel, total recoverable, mg/L April®, May, June, October® Grab
Selenium, total recoverable, mg/L April®, May, June, October® Greb
Zinc, total recoverable, mg/L April®, May, June, October® Grab

@ Seethe definitionsin Part I.A. of the permit.
2 This parameter is not required at sampling sites L-39 (King Creek) and L-49 (Swift Gulch).
(©)] Late April and October from the 15" to the end of the month.
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Storm Water Outfalls; 504, 505, 506, 508, 511, 512, 514, 517, 519, 596 and 597

TABLE 8: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency(l) Type(z)
Effluent Flow Rate, gpm Semi-annual Instantaneous
pH, standard units Semi-annual Grab
Specific Conductance, umho/cm Semi-annual Grab
Total Suspended Solids, mg/L Semi-annual Grab
Nitrate + Nitrite total as N, mg/L Semi-annual Grab
Arsenic, total recoverable, mg/L Semi-annual Grab
Cadmium, total recoverable, mg/L Semi-annual Grab
Copper, total recoverable, mg/L Semi-annua Grab
Nickel, total recoverable, mg/L Semi-annual Grab
Selenium, total recoverable, mg/L Semi-annual Grab
Zinc, total recoverable, mg/L Semi-annual Grab
@ One sample in May or June during a spring runoff event, and another sample during July, August or

September during athunderstorm event.
2 Seethe definitionsin Part |.A. of the permit

Evaluation of Storm Water Quality Monitoring Test Results

Upon the completion of each sampling event, and upon receipt of the sampling test results
by the Permittee, the Permittee shall evaluate each parameter test result by comparison with
the pertinent benchmark value stated in Table 9 of this Permit, which is entitled "Storm
Water Discharge Parameter Benchmark Values'. If there is an exceedance of the
benchmark value, the Permittee shall evaluate the source and reason of the exceedance, and
consider additional BMPs and/or other facility management measures which may need to be
initiated to improve the quality of storm water discharges. These measures shall be
implemented as necessary and updated in the facility SWPPP as required. A summary of
this evaluation of storm water quality data, any exceedances of the benchmark values, and
additional BMP and/or other measures which may be necessary shall be attached to the
stormwater Discharge Monitoring Reports (DMR).

TABLE 9: STORM WATER DISCHARGE PARAMETER BENCHMARK
VALUES®

Parameter Name Benchmark Level
Total Suspended Solids 100 mg/L
Nitrate + Nitrite as Nitrogen 0.68 mg/L
pH 6.0-9.0 s.u.
Arsenic, Total 0.16854 mg/L
Cadmium, Total 0.0159 mg/L
Copper, Total 0.0636 mg/L
Nickel, Total 1.417 mg/L
Selenium, Total 0.2385 mg/L
Zinc, Tota 0.117 mg/L
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QD Source of Table: EPA's 10/30/00 Final NPDES Storm Water Multi-Sector General Permit
for Industrial Activities

3. Ground Water Wastewater Discharge Monitoring

Ground Water Compliance Wells: ZL-319, ZL-113 (Montana Gulch), ZL-136 (Mill Gulch),
Z1.-308, ZL-310 (Rock Creek/Sullivan Gulch), ZL-139 (King Creek)

TABLE 10: GROUND WATER MONITORING REQUIREMENTS

Parameter Frequency Type(l)
Static water level, feet July and November Instantaneous
pH, standard units July and November Grab
Specific Conductance, umho/cm July and November Grab
Sulfate, mg/L July and November Grab
Hardness, mg/L July and November Grab
Nitrate + Nitrite total as N, mg/L July and November Grab
Cyanide, WAD, mg/L®? July and November Grab
Cyanide, total, mg/ L@ July and November Grab
Arsenic, dissolved, mg/L July and November Grab
Cadmium, dissolved, mg/L July and November Grab
Copper, dissolved, mg/L July and November Grab
Iron, dissolved, mg/L July and November Grab
Manganese, dissolved, mg/L July and November Grab
Nickel, dissolved, mg/L July and November Grab
Selenium, dissolved, mg/L July and November Grab
Zinc, dissolved, mg/L July and November Grab

@ Seethe definitionsin Part I.A. of the permit.
2 This parameter is not required at sampling site ZL-139 in King Creek.

4. Whole Effluent Toxicity Testing - Acute Toxicity

Starting in the first calendar quarter following the effective date of the permit, the
permittee shall, at least once each calendar quarter conduct an acute static renewal
toxicity test on a dechlorinated or prechlorinated composite sample of the effluent.
Testing will employ one species per quarter and the permittee shall aternate between the
two test species from one quarter to the next. Samples shall be collected on a two day
progression; i.e., if the first yearly sample is on a Monday, the second yearly sample shall
be on a Wednesday, etc. Saturdays, Sundays and Holidays will be skipped in the
progression.

The toxicity tests shall be conducted in general accordance with the procedures set out in

the Iat&et revision of Mﬂhads_toLMﬁasmﬂg_the_AcuLe_'Loxmly_of_Etﬂuems_and
Rex 0 N EPA 600/4-90/027 and the

onmluest t&etlng protocols The permlttee shall conduct an acute 48-hour statlc
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renewal toxicity test using Ceriodaphnia sp. and an acute 96-hour static renewal toxicity
test using fathead minnows (Pimephales promelas) as the aternating species. The
control of pH in the toxicity test utilizing CO2 enriched atmospheres is alowed to
prevent rising pH drift. The target pH selected must represent the pH vaue of the
combination of effluent and receiving water at the dilution that corresponds to the toxicity
limitation. This target pH value is determined before the actual toxicity sample is
collected by preparing a one liter mixture of effluent and recelving water at the
concentration representing the toxicity limitation. The mixture is allowed to equilibrate
in a beaker at room temperature for three hours. At the end of this period, the pH is
measured and reported to the laboratory conducting the toxicity analysis.

The acute toxicity measured in the effluent shall not exceed the effluent limitation
expressed in Toxic Units Acute (TU4Q). If more than 10 percent control mortality occurs,
the test is considered invalid and shall be repeated until satisfactory control survival is
achieved, unless a specific individual exception is granted by the Department. This
exception may be granted if less than 10 percent mortality was observed at the dilutions
containing high effluent concentrations.

If acute toxicity exceeds the effluent limitation in aroutine test, an additional test shall be
conducted within two weeks of the date when the permittee is informed of the
exceedance. Should acute toxicity exceed the effluent limitation in the second test,
testing shall occur once a month until further notified by the Department.

The quarterly test results from the laboratory shall be reported aong with the Discharge
Monitoring Report (DMR) form submitted for the end of the reporting calendar quarter
(e.g., whole effluent results for the reporting quarter ending March 31 shall be reported
with the March DMR due April 28, with the remaining quarterly reports submitted with
the June, September, and December DMRS). The format for the laboratory report shall be
consistent with the latest revision of the EPA form Region VIII Guidance for Acute
Whole Effluent Reporting, and shall include all chemical and physical data as specified.

Toxicity Reduction Evaluation (TRE)
Toxicity ldentification Evaluation (TIE)

Should the effluent exceed the acute toxicity limitation in a routine test and is confirmed
by the additiona test, a TIE-TRE shall be undertaken by the permittee to establish the
cause of the toxicity, locate the source(s) of the toxicity, and develop control of, or
treatment for the toxicity. Failure to initiate, or conduct an adequate TIE-TRE, or delays
in the conduct of such tests, shall not be considered a justification for noncompliance
with the whole effluent toxicity limits contained in Part I.C.1 of this permit. A TRE plan
needs to be submitted to the permitting authority within 45 days after confirmation of the
continuance of the effluent toxicity.
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MONITORING RECORDING AND REPORTING REQUIREMENTS

A.

Representative Sampling. Samples taken in compliance with the monitoring requirements
established under Part | shall be collected from the effluent stream prior to discharge into

the receiving waters. Samples and measurements shall be representative of the volume and
nature of the monitored discharge.

Monitoring Procedures. Monitoring must be conducted according to test procedures
approved under Part 136, Title 40 of the Code of Federal Regulations, unless other test
procedures have been specified in this permit. All flow-measuring and flow-recording
devices used in obtaining data submitted in self-monitoring reports must indicate values
within 10 percent of the actua flow being measured.

Pendlties for Tampering. The Montana Water Quality Act provides that any person who
fasifies, tampers with, or knowingly renders inaccurate, any monitoring device or method

required to be maintained under this permit shall, upon conviction, be punished by afine of
not more than $10,000, or by imprisonment for not more than six months, or by both.

Reporting of Monitoring Results.  Self-monitoring results will be reported monthly.

Monitoring results obtained during the previous reporting period shall be summarized and
reported on a Discharge Monitoring Report Form (EPA No. 3320-1), postmarked no later
than the 28th day of the month following the completed reporting period. If no discharge
occurs during the reporting period, "no discharge’ shall be reported. Legible copies of
these, and al other reports required herein, shall be signed and certified in accordance with
the "Signatory Requirements' (see Part IV.G of this permit), and submitted to the
Department and the Regional Administrator at the following addresses:

a) Montana Department of Environmental Quality b) U.S. Environmental Protection Agency

Water Protection Bureau 301 South Park Avenue
P.O. Box 200901 Drawer 10096

Helena, Montana 5 9620-0901 Helena, Montana 5 9626
Phone: (406) 444-3080 Phone: (406) 441-1123

Compliance Schedules. Reports of compliance or noncompliance with, or any progress
reports on interim and final requirements contained in any Compliance Schedule of this

permit shall be submitted no later than 14 days following each schedule date.

Additional Monitoring by the Permittee. If the permittee monitors any pollutant more
frequently than required by this permit, using approved analytical methods as specified in
this permit, the results of this monitoring shal be included in the calculation and reporting
of the data submitted in the Discharge Monitoring Report. Such increased frequency shall
also be indicated.

Records Contents. Records of monitoring information shall include:
1 The date, exact place, and time of sampling or measurements;

2. The initids or name(s) of the individual(s) who performed the sampling or
measurements;
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3. The date(s) analyses were performed;
4, The time analyses were initiated;
5. Theinitias or name(s) of individual (s) who performed the analyses;

6. References and written procedures, when available, for the analytica techniques or
methods used; and

7. The results of such analyses, including the bench sheets, instrument readouts,
computer disks or tapes, etc., used to determine these results.

Retention of Records. The permittee shall retain records of al monitoring information,
including dl cdibration and maintenance records and al origina strip chart recordings for
continuous monitoring instrumentation, copies of all reports required by this permit, and
records of al data used to complete the application for this permit, for a period of at least
three years from the date of the sample, measurement, report or application. This period
may be extended by request of the Department at any time. Data collected on site, copies of
Discharge Monitoring Reports, and a copy of this MPDES permit must be maintained on
site during the duration of activity at the permitted location.

4 icaof ' o

1. The permittee shall report any serious incidents of noncompliance as soon as
possible, but no later than twenty-four (24) hours from the time the permittee first
became aware of the circumstances. The report shal be made to the Water
Protection Bureau at (406) 444-3080 or the Office of Disaster and Emergency
Services at (406) 841-3911. The following examples are considered serious

incidents:
a Any noncompliance which may seriousy endanger hedth or the
environment;

b. Any unanticipated bypass which exceeds any effluent limitation in the
permit (See Part 111.G of this permit, "Bypass of Treatment Facilities'.); or

C. Any upset which exceeds any effluent limitation in the permit (See Part I11.H
of this permit, "Upset Conditions'.).

2. A written submission shall aso be provided within five days of the time that the
permittee becomes aware of the circumstances. The written submission shall

contain:

a A description of the noncompliance and its cause;

b. The period of noncompliance, including exact dates and times;

C. The estimated time noncompliance is expected to continue if it has not been

corrected; and
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d. Steps taken or planned to reduce, eliminate, and prevent reoccurrence of the
noncompliance.

3. The Department may waive the written report on a case-by-case basis if the ora
report has been received within 24 hours by the Water Protection Bureau, by phone,
(406) 444-3080.

4. Reports shall be submitted to the addressesin Part 11.D of this permit, "Reporting of
Monitoring Results'.

Other Noncompliance Reporting. Instances of noncompliance not required to be reported
within 24 hours shall be reported at the time that monitoring reports for Part 11.D of this

permit are submitted. The reports shall contain the information listed in Part 11.1.2 of this
permit.

Inspection and Entry. The permittee shall allow the head of the Department or the Director,
or an authorized representative thereof, upon the presentation of credentials and other
documents as may be required by law, to:

1 Enter upon the permittee's premises where a regulated facility or activity is located
or conducted, or where records must be kept under the conditions of this permit;

2. Have access to and copy, at reasonable times, any records that must be kept under
the conditions of this permit;

3. Inspect at reasonable times any facilities, equipment (including monitoring and
control equipment), practices, or operations regulated or required under this permit;
and

4. Sample or monitor at reasonable times, for the purpose of assuring permit

compliance, any substances or parameters at any location.

1. COMPLIANCE RESPONSIBILITIES

A.

Duty to Comply. The permittee must comply with al conditions of this permit. Any permit
noncompliance congtitutes a violation of the Act and is grounds for enforcement action; for
permit termination, revocation and reissuance, or modification; or for denia of a permit
renewal application. The permittee shall give the Department or the Regiond
Administrator advance notice of any planned changes at the permitted facility or of an
activity which may result in permit noncompliance.

Penalties for Viaolations of Permit Conditions. The Montana Water Quality Act provides
that any person who violates a permit condition of the Act is subject to civil or crimind
penalties not to exceed $10,000 per day of such violation. Any person who willfully or
negligently violates permit conditions of the Act is subject to a fine of not more than
$50,000 per day of violation, or by imprisonment for not more than 2 years, or both, for
subsequent convictions. MCA 75-5-611(a) also provides for administrative penalties not to
exceed $10,000 for each day of violation and up to a maximum not to exceed $100,000 for
any related series of violations. Except as provided in permit conditions on Part I11.G of this
permit, "Bypass of Treatment Facilities’ and Part I11.H of this permit, "Upset Conditions’,
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nothing in this permit shall be construed to relieve the permittee of the civil or crimind
penalties for noncompliance.

Need to Halt or Reduce Activity not a Defense. It shall not be a defense for a permittee in

an enforcement action that it would have been necessary to halt or reduce the permitted
activity in order to maintain compliance with the conditions of this permit.

Duty to Mitigate. The permittee shall take al reasonable steps to minimize or prevent any
discharge in violation of this permit which has a reasonable likelihood of adversely
affecting human health or the environment.

Proper Operation and Maintenance. The permittee shall at al times properly operate and

maintain al facilities and systems of treatment and control (and related appurtenances)
which are installed or used by the permittee to achieve compliance with the conditions of
this permit. Proper operation and maintenance also includes adequate laboratory controls
and appropriate quality assurance procedures. This provision requires the operation of
back-up or auxiliary facilities or similar systems which are installed by a permittee only
when the operation is necessary to achieve compliance with the conditions of the permit.
However, the permittee shall operate, as a minimum, one complete set of each main line
unit treatment process whether or not this process is needed to achieve permit effluent
compliance.

Removed Substances. Collected screenings, grit, solids, dudges, or other pollutants
removed in the course of treatment shall be disposed of in such a manner so as to prevent
any pollutant from entering any waters of the state or creating a health hazard. Any sudges
removed from the facility shall be disposed of in accordance with 40 CFR 503, 258 or other
applicable rule. EPA and MDEQ shall be notified at least 180 days prior to such disposal
taking place.

: lities

1 Bypass not exceeding limitations. The permittee may alow any bypass to occur
which does not cause effluent limitations to be exceeded, but only if it also is for
essential maintenance to assure efficient operation. These bypasses are not subject
to the provisions of Parts 111.G.2 and 111.G.3 of this permit.

2. Notice:

a Anticipated bypass. If the permittee knows in advance of the need for a
bypass, it shall submit prior notice, if possible at least 10 days before the
date of the bypass.

b. Unanticipated bypass. The permittee shall submit notice of an unanticipated
bypass as required under Part Il.I of this permit, "Twenty-four Hour
Reporting".

3. Prohibition of bypass.

a Bypass is prohibited and the Department may take enforcement action
against a permittee for abypass, unless;
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Q) The bypass was unavoidable to prevent loss of life, personal injury,
or severe property damage;

(2)  There were no feasible aternatives to the bypass, such as the use of
auxiliary treatment facilities, retention of untreated wastes, or
maintenance during normal periods of equipment downtime. This
condition is not satisfied if adequate back-up equipment should have
been installed in the exercise of reasonable engineering judgement to
prevent a bypass which occurred during norma periods of
equipment downtime or preventive maintenance; and

3 The permittee submitted notices as required under Part 111.G.2 of this
permit.

b. The Department may approve an anticipated bypass, after considering its
adverse effects, if the Department determines that it will meet the three
conditions listed above in Part [11.G.3.a of this permit.

1 Effect of an upset. An upset constitutes an affirmative defense to an action brought
for noncompliance with technology based permit effluent limitations if the
requirements of Part [11.H.2 of this permit are met. No determination made during
administrative review of claims that noncompliance was caused by upset, and before
an action for noncompliance, is fina administrative action subject to judicia review
(i.e., Permittees will have the opportunity for ajudicial determination on any claim
of upset only in an enforcement action brought for noncompliance with technol ogy-
based permit effluent limitations).

2. Conditions necessary for a demonstration of upset. A permittee who wishes to
establish the affirmative defense of upset shal demonstrate, through properly
signed, contemporaneous operating logs, or other relevant evidence that:

a An upset occurred and that the permittee can identify the cause(s) of the
upset;

b. The permitted facility was at the time being properly operated;

C. The permittee submitted notice of the upset as required under Part I1.1 of this
permit, "Twenty-four Hour Notice of Noncompliance Reporting”; and

d. The permittee complied with any remedial measures required under Part
[11.D of this permit, "Duty to Mitigate".

3. Burden of proof. In any enforcement proceeding, the permittee seeking to establish
the occurrence of an upset has the burden of proof.

Toxic Pollutants. The permittee shall comply with effluent standards or prohibitions
established under Section 307(a) of the Clean Water Act for toxic pollutants within the time
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provided in the regulations that establish those standards or prohibitions, even if the permit
has not yet been modified to incorporate the requirement.

Changes in Discharge of Toxic Substances. Notification shal be provided to the

Department as soon as the permittee knows of, or has reason to believe:

1 That any activity has occurred or will occur which would result in the discharge, on
aroutine or frequent basis, of any toxic pollutant which is not limited in the permit,
if that discharge will exceed the highest of the following "notification levels':

a One hundred micrograms per liter (100 pg/l);

b. Two hundred micrograms per liter (200 pg/l) for acrolein and acrylonitrile;
five hundred micrograms per liter (500 ug/l) for 2,4-dinitrophenol and for 2-
methyl-4, 6-dinitrophenol; and one milligram per liter (1 mg/l) for antimony;

C. Five (5) times the maximum concentration value reported for that pollutant
in the permit application in accordance with 40 CFR 122.21(g)(7); or

d. The level established by the Department in accordance with 40 CFR
122.44(f).

2. That any activity has occurred or will occur which would result in any discharge, on
a non-routine or infrequent basis, of a toxic pollutant which is not limited in the
permit, if that discharge will exceed the highest of the following "notification
levels':

a Five hundred micrograms per liter (500 ug/l);

b. One milligram per liter (1 mg/l) for antimony;

C. Ten (10) times the maximum concentration value reported for that pollutant
in the permit application in accordance with 40 CFR 122.21(g)(7); or

Thelevel established by the Department in accordance with 40 CFR 122.44(f).

IV.  GENERAL REQUIREMENTS

A.

Planned Changes. The permittee shal give notice to the Department as soon as possible of
any planned physical alterations or additions to the permitted facility. Notice is required
only when the alteration or addition could significantly change the nature or increase the
quantity of pollutant discharged. This notification applies to pollutants which are not
subject to effluent limitations in the permit.

Anticipated Noncompliance. The permittee shall give advance notice to the Department of
any planned changes in the permitted facility or activity which may result in noncompliance

with permit requirements.
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Permit Actions. This permit may be revoked, modified and reissued, or terminated for
cause. The filing of a request by the permittee for a permit modification, revocation and
reissuance, or termination, or a notification of planned changes or anticipated
noncompliance, does not stay any permit condition.

Duty to Reapply. If the permittee wishes to continue an activity regulated by this permit
after the expiration date of this permit, the permittee must apply for and obtain a new
permit. The application must be submitted at least 180 days before the expiration date of
this permit.

Duty to Provide Information. The permittee shall furnish to the Department, within a
reasonable time, any information which the Department may request to determine whether

cause exists for revoking, modifying and reissuing, or terminating this permit, or to
determine compliance with this permit. The permittee shal aso furnish to the Department,
upon request, copies of records required to be kept by this permit.

Other Information. When the permittee becomes aware that it failed to submit any relevant
facts in a permit application, or submitted incorrect information in a permit application or
any report to the Department, it shall promptly submit such facts or information with a
narrative explanation of the circumstances of the omission or incorrect submittal and why
they weren't supplied earlier.

Signatory Requirements.  All applications, reports or information submitted to the
Department or the EPA shall be signed and certified.

1 All permit applications shall be signed as follows:
a For acorporation: by aresponsble corporate officer;

b. For a partnership or sole proprietorship: by a general partner or the
proprietor, respectively;

C. For a municipaity, State, Federal, or other public agency: by ether a
principal executive officer or ranking elected official.

2. All reports required by the permit and other information requested by the
Department shall be signed by a person described above or by a duly authorized
representative of that person. A person is considered a duly authorized
representative only if:

a The authorization is made in writing by a person described above and
submitted to the Department, and

b. The authorization specified either an individual or a position having
responsibility for the overall operation of the regulated facility or activity,
such as the position of plant manager, operator of a well or a well field,
superintendent, position of equivalent responsbility, or an individua or
position having overal responsbility for environmental matters for the
company. (A duly authorized representative may thus be either a named
individual or any individual occupying a named position.)
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3. Changes to authorization. If an authorization under Part IV.G.2 of this permit is no
longer accurate because a different individual or position has responsibility for the
overall operation of the facility, a new authorization satisfying the requirements of
Part 1V.G.2 of this permit must be submitted to the Department prior to or together
with any reports, information, or applications to be signed by an authorized
representative.

4, Certification. Any person signing a document under this section shal make the
following certification:

"l certify under pendty of law that this document and all attachments
were prepared under my direction or supervision in accordance with a
system designed to assure that qualified personnel properly gather and
evaluate the information submitted. Based on my inquiry of the person
or persons who manage the system, or those persons directly responsible
for gathering the information, the information submitted is, to the best of
my knowledge and belief, true, accurate, and complete. | am aware that
there are significant pendties for submitting false information, including
the possibility of fine and imprisonment for knowing violations."

Pendlties for Faldfication of Reports. The Montana Water Quality Act provides that any

person who knowingly makes any false statement, representation, or certification in any
record or other document submitted or required to be maintained under this permit,
including monitoring reports or reports of compliance or noncompliance shal, upon
conviction be punished by a fine of not more than $25,000 per violation, or by
imprisonment for not more than six months per violation, or by both.

Avallability of Reparts. Except for data determined to be confidential under 40 CFR Part 2,
all reports prepared in accordance with the terms of this permit shall be available for public
inspection at the offices of the Department. As required by the Clean Water Act, permit
applications, permits and effluent data shall not be considered confidential.

Oil_and Hazardous Substance Liability. Nothing in this permit shal be construed to

preclude the ingtitution of any legal action or relieve the permittee from any responsibilities,
liabilities, or pendties to which the permittee is or may be subject under Section 311 of the
Clean Water Act.

Property or Water Rights. The issuance of this permit does not convey any property or
water rights of any sort, or any exclusive privileges, nor does it authorize any injury to

private property or any invasion of personal rights, nor any infringement of federal, state or
local laws or regulations.

Severability. The provisions of this permit are severable, and if any provison of this
permit, or the application of any provision of this permit to any circumstance, is held
invalid, the application of such provision to other circumstances, and the remainder of this
permit, shal not be affected thereby.
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Transfers. Thispermit may be automatically transferred to a new permitteeif:

1.

4,

The current permittee notifies the Department at least 30 days in advance of the
proposed transfer date;

The notice includes a written agreement between the existing and new permittees
containing a specific date for transfer of permit responsibility, coverage, and liability
between them;

The Department does not notify the existing permittee and the proposed new
permittee of an intent to revoke or modify and reissue the permit. If this notice is
not received, the transfer is effective on the date specified in the agreement
mentioned in Part IV.M.2 of this permit; and

Required annual and application fees have been paid.

Eees. The permittee is required to submit payment of an annua fee as set forth in ARM
17.30.201. If the permittee fails to pay the annual fee within 90 days after the due date for
the payment, the Department may:

1.

Impose an additional assessment consisting of 15% of the fee plus interest on the
required fee computed at the rate established under 15-31-510(3), MCA, or

Suspend the processing of the application for a permit or authorization or, if the
nonpayment involves an annua permit fee, suspend the permit, certificate or
authorization for which the fee is required. The Department may lift suspension at
any time up to one year after the suspension occurs if the holder has paid al
outstanding fees, including all penalties, assessments and interest imposed under
this sub-section. Suspensions are limited to one year, after which the permit will be
terminated.

Reopener Pravisions. This permit may be reopened and modified (following proper
administrative procedures) to include the appropriate effluent limitations (and compliance

schedule, if necessary), or other appropriate requirements if one or more of the following
events occurs:

1.

Water Quality Standards. The water quality standards of the receiving water(s) to
which the permittee discharges are modified in such a manner as to require different

effluent limits than contained in this permit.

Water Quality Standards are Exceeded: If it isfound that water quality standards or

trigger vauesin the receiving stream are exceeded ether for parameters included in
the permit or others, the Department may modify the effluent limits or water
management plan.

IMDL or Wasteload Allocation: TMDL requirements or a wasteload allocation is
developed and approved by the Department and/or EPA for incorporation in this
permit.
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4, Water Quality Management Plan: A revision to the current water quality
management plan is approved and adopted which cals for different effluent

limitations than contained in this permit.

5. Toxic Pollutants: A toxic standard or prohibition is established under Section
307(a) of the Clean Water Act for atoxic pollutant which is present in the discharge
and such standard or prohibition is more stringent than any limitation for such
pollutant in this permit.

V. SPECIAL CONDITIONS

A.

Compliance Schedules (ARM 17.30.1350)
1 King Creek Passive Treatment System (Outfall 590)

The primary source of pollutants at Outfall 590 is the August #2 waste rock dump. This
source will be removed by April 30, 2002, which will likely significantly reduce the load of
pollutants discharged at this outfall. If subsequent monitoring during 2002 indicates that the
permit limits cannot be met, then additional treatment will be required as outlined in the
following schedule.

A treatment system design shall be developed and reviewed by the state and final designs
approved no later than April 30, 2003. The permittee shall notify the Department within 14
days of this date its compliance or noncompliance with thisinterim requirement.

The system shall be constructed and limits achieved no later than September 30, 2004. The
permittee shall notify the Department within 14 days of this date its compliance or
noncompliance with thisfinal requirement.

2. Swift Gulch Passive Treatment System (Outfall 571)

The primary source of pollutants at Outfall 571 is the sulfide backfill and highwalls within
the Queen Rose pit. This source will be covered with a geo-membrane and soil by April 30,
2002, which will likely significantly reduce the load of pollutants discharged at this outfall.
If subsequent monitoring during 2002 indicates that the permit limits cannot be met, then
additional treatment will be required as outlined in the following schedule.

Designs for a passive treatment system in Swift Gulch shall be completed no later than
April 30, 2003. The permittee shall notify the Department within 14 days of this date its
compliance or noncompliance with thisinterim requirement.

Bench scale testing shall be completed no later than September 30, 2003. The permittee
shall notify the Department within 14 days of this date its compliance or noncompliance
with thisinterim requirement.

The system shall be constructed and limits achieved no later than September 30, 2004. The
permittee shall notify the Department within 14 days of this date its compliance or
noncompliance with thisfinal requirement.
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Storm Water Pollution Prevention Plan (SWPPP)

The permittee shall be required to implement the Sorm Water Management Plan for
Zortman and Landusky Mine Stes prepared for Zortman Mining, Inc. by Hydrometrics, Inc.
dated August 1996. This plan was approved by the Department and incorporated into the
final Water Quality Improvement and Monitoring Compliance Plan prepared for Zortman
Mining, Inc. by Hydrometrics, Inc. dated July 1996.

minisirai . for it

The plan shall:

1. be retained on site in accordance with Part VI.A. of this permit for active mine
sites or retained in the nearest field office for inactive mine sites and oil and gas
facilities;

2. be amended whenever there is a change in design, construction, operation, or

maintenance, which has a significant effect on the potential for the discharge of
pollutants to state surface waters, or if the SWPPP proves to be ineffective in
achieving the general objectives of controlling pollutants in storm water
discharges associated with mine reclamation activities. A copy of any plan
amendments must be submitted to the Department within 7 working days of any
change.
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FACT SHEET
for Proposed Permit Limits (Permit Renewal)

PERMITTEE: Department of Environmental Quality
Landusky Mine
P.O. Box 313
Zortman, MT 59546

CONTACT: Director
Montana Department of Environmental Quality
P.O. Box 200901
Helena, MT 59620-0901

PHONE: (406) 444-2544

PERMIT NO.: MT-0024864

LOCATION: T25N, R24E, Sections 14, 15, 22, 23 and 27

Phillips County, Montana

RECEIVING WATERS: Sullivan Gulch, Mill Gulch, Montana Gulch, King Creek, Swift

Gulch and associated ground water systems

Status of Permit

MPDES Permit No.: MT-0024864 was issued, on January 3, 1987, to Zortman Mining Inc,
(ZMI1) Landusky Mine Site for the discharge of storm water to King Creek. The permit
expired on October 31, 1991.

In August 1993, a suit was filed in District Court by the State of Montana against ZM|
and Pegasus Gold, alleging violations of the Montana Water Quality Act. This was due
in part to acid rock drainage (ARD) at the mine sites. The Environmental Protection
Agency (EPA) filed suit in Federal District Court in June 1995, alleging that discharges
from the mine sites in seven drainages were in violation of the Federal Clean Water Act
(Civil Action No. 95-95-BLG-JDS). The State of Montana then filed in Federal District
Court and citizen suits were also filed in Federal District Court by Island Mountain
Protectors and the Fort Belknap Indian Community Council (Fort Belknap) (Civil Action
No. 95-96-BLG-JDS). Settlement discussions among the parties occurred during 1995
and early 1996 to resolve the complaints. A Consent Decree was lodged in Federal
District Court on July 22, 1996. After a public comment period, the Consent Decree
became effective on September 27, 1996.

A new MPDES permit application was submitted by Zortman Mining, Inc. on December
20, 1996 pursuant to Paragraph 16.a of the Consent Decree. The permit application
identified process water, mine drainage and storm water outfalls. This Fact Sheet and
Permit were originally being prepared in response to the permit application and Consent
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Decree. The Consent Decree is to terminate one year after the effective date of this
permit provided that the permittee complies with the terms and conditions of the
discharge permit.

Since the 1996 permit application was submitted ZMI has filed for bankruptcy protection.
ZMI assets are now being liquidated under Chapter 7. The reclamation bond is held by a
surety company and administrated by the Department of Environmental Quality (DEQ).
The DEQ and Bureau of Land Management (BLM) are responsible for the reclamation at
the site. The 1996 permit application envisioned continued mining at the site and is no
longer accurate. A revised permit application is being prepared by the DEQ, which reflects
the current reclamation status of the mine. The revised permit will be issued to the DEQ and
signed by the current director.

A Meta Mine Reclamation Act (MMRA) operating permit was issued to ZMI on May 17,
1979. A ground water mixing zone was implied in this permit. Although the MMRA
permit remainsin effect it isno longer applicable to an operating mine and the ground water
mixing zone designation and compliance monitoring have been moved to the MPDES
permit.

Description of the Discharging Facility

Zortman Mining Inc. (ZMI) operated two gold mines: the Zortman Mine and the Landusky
Mine from 1979 until 1996. The two mines lie adjacent to one another in the Little Rocky
Mountains in Phillips County, Montana. In 1998 ZMI filed for bankruptcy protection and
the mine went into a reclamation mode. Prior to the bankruptcy ZMI had constructed two
mechanica wastewater treatment systems, one in Montana Gulch and one in Ruby Gulch.

The treatment system in Montana Gulch at the Landusky Mine consists of a mechanical
lime addition plant sized to discharge 700 gpm (Outfal 591). Seven capture systems
located in Montana Gulch, Mill Gulch and Rock Creek/Sullivan Gulch feed wastewater to
the mechanical plant. Wastewater originates from beneath waste rock repositories and heap
leach facilities located in these drainages. Ouitfalls have been designated for four of the
capture systems in case of a pump failure or large precipitation event (Outfalls 599, 598,
595, and 587).

There are eleven storm water outfalls located on site (Outfalls 504, 505, 506, 508, 511, 512,
514, 517, 519, 596 and 597). A storm water management plan was submitted by ZMI to the
Department in August of 1996. Storm water BMPs consist of diversion ditches, control
berms, sediment basins, check dams, filter fence, etc (see Specia Conditions Section 1)
(Hydrometrics, Inc. 1996).

Reclamation in the form of regrading and capping of waste dumps and leach pads is in
process and expected to continue for 2to 5 years.

Process water from the heaps, located at both the Landusky and Zortman Mines, is
discharged by land application on Godlin Fats during May through October at
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approximately 100 million gallons ayear. Godlin Flats has been designated as a source area
of pollutants and an outfall assigned in the Zortman Permit NO.: MT-0024864.

Description of Discharge and Discharge Points

1. Past Discharge Data

The origina permit MPDES No.: MT-0024864 issued to Zortman Mining Inc, Landusky
Mine Site was for the discharge of storm water to King Creek. The discharge to King
Creek is only one of 24 outfals currently under consideration at the site. The outfals
include the discharge of mine drainage after treatment, overflows of mine drainage from
capture systems, storm water, and ground water. Compliance monitoring is a the
designated outfals, in groundwater monitoring wells, and one surface water monitoring
ste.

Data is available on the new proposed outfalls and background surface water and ground
water quality in the DEQs Water Protection Bureau (WPB) and Environmenta
Management Bureau (EMB) files. During the life of the original permit only one storm
water discharge event took place from the sediment control pond in King Creek.

2. Surface Water Outfalls:

Serial Number Description of Mine Drainage Discharge Points

591 At the outfall of alined collection pond which contains the discharge
from a waste water treatment plant and the mine drainage from
Montana Gulch, emptying to Montana Gulch located at
approximately 47°54' 30" N latitude, 108°37'47” W longitude

571 Mine drainage emptying to Swift Gulch located at approximately
47°55' 34" N latitude, 108°35'50” W longitude.

590 Mine drainage emptying to King Creek located at approximately
47°55' 26" N latitude, 108°37'00” W longitude.

599 At the end of a capture trench, emptying to Montana Gulch
located at approximately 47°54'19” N latitude, 108°37'34” W
longitude. A discharge from this outfall occurs only as a result of
pump falure or storm event, which overwhelms the pumping

capacity.

592 At the end of a staging pond, emptying to Montana Gulch located
at approximately 47°54’'21” N latitude, 108°37°34” W longitude. A
discharge from this outfall occurs only as a result of pump failure or
storm event, which overwhelms the pumping capacity.



598

595

587

Serial Number

508

596

514

597

519

512

511
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At the end of a capture trench, emptying to Mill Gulch located at
approximately 47°54'30" N latitude, 108°36'28” W longitude. A
discharge from this outfall occurs only as a result of pump failure or
storm event, which overwhelms the pumping capacity.

At the end of a capture trench, emptying to Rock Creek/Sullivan
Gulch located at approximately 47°54'41” N latitude, 108°35'53” W
longitude. A discharge from this outfall occurs only as a result of
pump failure or storm event, which overwhelms the pumping

capacity.

At the end of a capture pond, emptying to Rock Creek/Sullivan
Gulch located at approximately 47°54'43” N latitude, 108°35' 54" W
longitude. A discharge from this outfall occurs only as a result of
pump failure or storm event, which overwhelms the pumping

capacity.

Description of Storm Water Discharge Points

At the end of a water sediment basin, emptying to Swift Gulch
located at approximately 47°55'18” N latitude, 108°35'50" W
longitude.

At the end of a water sediment basin, emptying to King Creek
located at approximately 47°55'35” N latitude, 108°37°03" W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°55'00” N latitude, 108°37'31” W
longitude.
At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°54' 29" N latitude, 108°37'48” W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°55' 25" N latitude, 108°37'45” W
longitude.

At the end of a storm water diversion, emptying to Montana
Gulch located at approximately 47°54'17” N latitude, 108°37'35” W
longitude.

At the end of a storm water diversion, emptying to Mill Gulch
located at approximately 47°54’'18” N latitude, 108°37°09" W
longitude.



517

506

505
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At the end of a storm water diversion, emptying to Mill Gulch
located at approximately 47°54'37” N latitude, 108°37°01" W
longitude.

At the end of a storm water diversion, emptying to Mill Gulch
located at approximately 47°54'29” N latitude, 108°36'28" W
longitude.

At the end of a storm water diversion, emptying to Sullivan Park
located at approximately 47°54'40” N latitude, 108°35'52" W
longitude.

At the end of a storm water diversion, emptying to Sullivan Park
located at approximately 47°54'55” N latitude, 108°35'41” W
longitude

3. Ground Water Outfalls

Description of Ground Water Discharges, Compliance Wells, and the Surface Water

Compliance Site for Swift Gulch

Montana Gulch

Mill Gulch

Rock Creek/Sullivan

Swift Gulch

Seepage to ground water from the 80-82 pad, 83 pad, 85-86 pad,
Montana Gulch waste rock repository, Gold Bug Pit backfill, and the
Queen Rose Pit located in the upper Montana Gulch drainage.
Compliance wells ZL-319 and ZL-113 are located approximately 1.5
miles down gradient (southeast) from the upper drainage divide.
Surface water compliance site D-7 is located 1.5 miles dowgradient
from the upper drainage divide.

Seepage to ground water from the Mill Gulch waste rock repository,
the Mill Gulch pad and the 87-91 pad. Compliance well ZL-136 is
located approximately 1.5 miles down gradient (southwest) from the
upper drainage divide. Surface water compliance site L-22 is located
1.1 miles dowgradient from the upper drainage divide.

Seepage to ground water from the Sullivan Gulch pad and the 87-91
pad. Compliance wells ZL-308 and ZL-310 are located
approximately 1.5 miles down gradient (southwest) from the upper
drainage divide. Surface water compliance site RCSS-10 is located
1.1 miles dowgradient from the upper drainage divide.

Seepage to ground water is from the Queen Rose and Surprise pit
backfill materialsin upper Swift Gulch. If source control failsto stop
the seepage at Outfall 571, seepage will be collected and treated prior
to discharge to surface water through Outfall 571 (see the special
conditions in section V of the permit). Surface water compliance
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station L-49 is located approximately 1 mile down the drainage
(northwest) from the upper drainage divide.

King Creek Seepage to ground water from the August #2 waste rock repository
located in upper King Creek. If removal of the waste repository fails
to remediate the seep, seepage will be collected and treated prior to
discharge to surface water through Outfall 590 (see the special
conditions in section V of the permit). Compliance well ZL-139 is
located approximately 1/2 mile down gradient (west) from the upper
drainage divide. Surface water compliance site L-39 is located 1.0
mile dowgradient from the upper drainage divide.

The ground water compliance wells listed for the above outfalls define the end of the ground
water mixing zones. Maps showing the locations and dimensions of the ground water
mixing zones are included in the “Zortman/Landusky Project Ground Water and Surface
Water Monitoring Plan”

Description of Receiving Water

Surface water in the mine area emanates from beneath waste rock repositories, heap leach
facilities or springs and seeps effected by mining. The outfalls have been designated at
these points except Outfall 591. Outfall 591 is the discharge to Montana Gulch from the
wastewater treatment plant. The annual average flow from the treatment plant is 357 gpm
and is equal to the combination of the individual capture systems (Outfalls 599, 598, 595,
and 587). Thisannual average flow from the treatment plant was used to calculate the waste
load dlocations.

Surface Water Outfalls 591, 599, 592, 598, 595, and 587, Storm Water Ouitfalls 514, 597,
519, 512, 511, 517, 506, 505, and 504, Groundwater Outfals in Montana Gulch, and Mill
Gulch, Rock Creek/Sullivan

Rock Creek and its tributaries, in the area of the discharge are classified as “C-3” [ARM
17.30.610(5)]. Waters classified “C-3" are considered suitable for bathing, swimming, and
recreation, growth and propagation of non-salmonid fishes and associated aquatic life,
waterfowl, and furbearers. The quality of these waters is naturaly marginal for drinking,
culinary and food processing purposes, agricultural and industriad water supply [ARM
17.30.629(1)].

Rock Creek in the area of discharges is listed on Montanas 1996 303(d) list. In the list
Rock Creek is given alow priority for development of total maximum daily loads (TMDLYS).
The water body numbers for the affected segments are Mill Gulch (MT40EJ002-10),
Sullivan Creek (MT40EJ002-11) and Rock Creek (MT40EJ002-9). The probable impaired
uses are warm water fishery, drinking water supply, aguatic life support and swimming.
The probable causes for impairment in Mill Gulch and Sullivan Creek are metals and pH
and the probable source is resource extraction. Causes for impairment in Rock Creek are
listed as metals, nutrients and other habitat alteration and the probable causes are agriculture
and resource extraction.
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Surface Water Outfals 571 and 590; Storm Water Outfals 508 and 596; and Groundwater
Outfalsin King Creek and Swift Gulch

Swift Gulch and King Creek are located in the Peoples Creek drainage. The Peoples Creek
drainage in the area of the dischargesisclassfied as “B-1" [ARM 17.30.610(8)(d)]. Waters
classfied “B-1" are considered suitable for drinking, culinary, and food-processing
purposes, after conventiona treatment; bathing, swimming, and recreation; growth and
propagation of salmonid fishes and associated aquatic life, waterfowl, and furbearers; and
agricultural and industrial water supply [ARM 17.30.623(1)].

Swift Gulch is a tributary to Big Horn Creek. Big Horn Creek, in the area of the Swift
Gulch discharge, is listed on Montana's 1996 303(d) list and is given a low priority for
TMDL development. The water body number for the affected segment in Big Horn Creek
is MT401001-3. The probable impaired uses are cold water fishery, drinking water supply
and aquatic life support and swimming. The probable causes for impairment are metals and
the probable source is listed as resource extraction.

King Creek in the area of the discharge is listed on Montana's 1996 303(d) list and is given
alow priority for TMDL development. The water body number for the affected segment in
King Creek is MT401001-4. The probable impaired uses are cold water fishery, drinking
water supply and aquatic life support. Causes for impairment in King Creek are listed as
metals and other habitat alteration and the probable cause is resource extraction.

On September 21, 2000, a U.S. District Judge issued an order stating that until all
necessary total maximum daily loads (TMDLS) under Section 303(d) of the Clean Water
Act are established for a particular water quality limited segment (WQLS), the Stateis
not to issue any new permits or increase permitted discharges under the MPDES
program. The order was issued in the lawsuit Friends of the Wild Swan v. U.S. EPA, et
al., CV 97-35-M-DWM, District of Montana, Missoula Division. This section of the
Statement of Basis establishes justification for renewal of this permit under the
September 21, 2000 order.

The Montana Water Quality Act authorizes the issuance of point source discharge
permits on alisted water body pending completion of a TMDL provided that: 1) the
discharge in compliance with the provisions of 75-5-303, MCA (Nondegradation Policy);
2) the discharge will not cause a decline in water quality for the parameters for which the
water body islisted; and, 3) the minimum treatment requirements are met.

The limits set in this permit will serve as the TMDLs for each limited parameter.
Compliance with the limits set in the permit will insure that water quality standards are met
and beneficial uses protected and improved. With completion of al reclamation work and
the implementation of al reasonable land soil and water conservation practices the
department will consider the delisting of these stream segments.

The discharges to Rock Creek/Sullivan Gulch, Montana Gulch, Mill Gulch, King Creek and
Swift Gulch were in existence prior to April 29,1993 and as such are not considered new or
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increased sources. (ARM 17.30.702(16)) The provisions of the nondegradation policy only
apply to new or increased sources. (ARM 17.30.705(1))

Metals and habitat alteration caused by resource extraction impair the streams in the areas
of the discharges. This permit sets limits on metals that do not exceed the lowest
applicable standards and improve existing water quality. The permit does not alow a
discharge, which will cause habitat alteration.

This permit requires minimum treatment limits for TSS and all other parameters if they
are more restrictive than water quality based limits.

Mixing Zone

The mixing zones for al surface water outfalls are considered instantaneous because they
represent the headwaters of the stream and therefore the mean daily flow of the discharge
exceeds the 7-day, 10-year low flow of the receiving water. (ARM 17.30.516(3)(d)) The 7-
day, 10-year low flow from the capture system outfalsis zero. During storm events when
storm water will provide dilution capacity for the discharge from the capture systems the
mixing zone extends 10 stream widths (ARM 17.30.516(4)).

Ground water mixing zones have been established for each drainage which contain either
mine waste rock repositories, leach pads, mine pits, or seeps and springs effected by mine
activities. These ground water mixing zones have been established based on the
disturbances and the geology at the mine site. Mining took place within the core of a
tertiary syenite complex ringed by Paleozoic sedimentary rocks. The mixing zones typically
extend from the headwaters of the drainages within the syenite complex down gradient to
the contact with the Paleozoic formations. Compliance wells and the surface water
compliance site in Swift Gulch are located near the end of the mixing zones to monitor for
compliance with the water quality standards.

Proposed Wastewater Effluent Limits

1. Technology Based Effluent Limits

Active mines are subject to technology-based effluent limits for metals (cadmium, copper,
lead, mercury and zinc), pH and TSS as defined in 40 CFR Part 440 — Ore Mining and
Dressing Point Category Source Category, Subpart J — Copper, Lead, Zinc, Gold, Silver,
and Molybdenum Ores Subcategory. The technology based limits which apply in this
permit are the New Source Performance Standards (NSPS) [40 CFR 440.104(a)]. When
there are both technology based and water quality based limits for a particular parameter, the
more stringent of the two limitsis set as the final effluent limit. Water quality based limits
for all parameters, except TSS, in dl outfalls were more stringent than the NSPS standards.

Inactive mines are not subject to technology based limits. No water quality based effluent
limits (WQBEL) were developed for TSS, therefore the technology-based limit will be
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imposed. The TSS limit shall only apply to Outfall 591 where mechanical treatment is
proposed.

2. Water Quality Based Effluent Limits

Mine Drainage

WQBELSs are generaly derived from a dilution model based on the concentration in the
recelving stream and the 7-day 10-year low flow and the discharge high flow and
concentration. The resulting instream concentrations may not exceed the lowest of either
the human hedth or chronic aquatic life water quality standard from WQB-7 (September
1999).

Because the discharges are the first waters in the drainages no mixing in recelving water is
available to input into adilution model. For this reason no modeling has been done and the
WQBEL are equa to the applicable standards. Standards for metas vary based on the
hardness of the water. The water quality standards for metals were calculated using a
hardness of 400 mg/L for the drainages to Rock Creek/Sullivan Gulch, Mill Gulch, Montana
Gulch, and for King Creek (Table 1). The hardness was based on the data at monitoring
sites L-38 (August Drain), L-3 (Gold Bug Adit), L-17 (Lower Montana Gulch Capture
System), L-39 (King Creek). These data indicate that the arithmetic mean vaue for
hardness is greater than 400 mg/L. A hardness of 150 mg/L, which is the arithmetic mean
of the data at monitoring site L-19 from 1985 through 1995, was used to calculate limitsin
Swift Gulch (Table 2).

Mercury was first tested from 1987 through 1990 as part of the Alder Gulch land application
area in Zortman. In 1991, mercury was added as part of the regular sampling program for
al sites. Mercury was never used in the mining or milling process in the early days of
mining nor during the ZMI era of mining. There have been atota of 2,136 samples tested
for mercury over 20+ years. Of those samples, 21 have been over the detection limit.
However, the detection limits used were higher than the mercury human health standard in
surface water (0.00005 mg/L). Therefore, a surface water effluent limit for mercury at the
outfall for the waste water treatment plant (outfall 591) isincluded in the permit.

Ground water limits are based on the human health standard as specified in Department
Circular WQB-7 (September 1999). Human health standards are not hardness dependent.

The 30-day average limit was set at the standard and 1.5 times that limit was set as the
i nstantaneous maximum.

Storm Water

Numeric effluent limits have not been defined in this permit for storm water discharges.
Benchmark monitoring levels, as defined in the Department’ s General Discharge Permit for
Sorm Water Associated with Mining and with Oil and Gas Facilities, Permit No MT-
R300000 are required as discussed in Section 2.
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Mine Drainage Outfalls: 591, 592, and 599 (Montana Gulch), 598 (Mill Gulch), 587 and 595
(Rock Creek/Sullivan Gulch), and 590 (King Creek)

TABLE 1: NUMERIC SURFACE WATER EFFLUENT LIMITATIONS

Concentration (mg/L) @

Allocated Annual
Average L oad @

Parameter® (Ib/day) Rationale

30-Day [ Instantaneous

Average | Maximum
parEsiE [ e | wwe | NSeiEeoe
Aluminum, dissolved 00879 | 013 | SoTME (émﬁ CQA”(";"J% ft\‘;"vngaBr_"'?)
Arsenic, total recoverable 0.018 0.027 %%g l\lgg (\Il_lvl?trgaang%'hsvtvag%a_r%
Cadmium, total recoverable 0.005 0.008 ooo%ilcz,l\ﬁ% (\qul?trr?ranQﬁlg%/hS\/tvag%af%
Copper, total recoverable 0.031 0.046 8 (:)LSSNILCCS: (émﬁ CQ:(?J% ?t\j\vngaBr_d?)
Cyanide, total® 00052 | 00076 | JootM ((\:’mﬁ&gﬂ% ?\‘;"V”gaBr%
Iron, total recoverable 1.0 15 g 56“&% (C\:/;\/f(t;?\? CQ:(?J% ?t\j\vngaBr_dn
Mercury, total recoverable” | 0.00005® | 0.00008® 8 ggg 5113'\:2% (wjﬁmQﬂgzh%Vag%af%
Nickel, total recoverable 0.10 0.15 (()) 35’6%% (\lelzj\trﬁraanz:;t%/hsvtvag%af%
Nitrate/Nitrite total as N 10 15 336“42 (\ll_lvfrsanQﬂg{hsvtvag%af%
Selenium, total recoverable 0.005 0.008 8 (c))g%sl\ﬁ% (gx%ﬁr(?:‘;:gl (?t\?vngaBr%
Zinc, total recovercble 038 | ose2 | NC ((\:’mﬁf:gdgi ?jvngaBr_"'?)
Whole Effluent Toxicity Not 10TUa Not Water Quality Standard
(WET)® Applicable Applicable | (ARM 17.30.629(2)(h)(1))

(1) See the definitions in Part |.A for explanation of terms.
2 The allocated loads for Montana Gulch (MG) are based on the 30-day average limit and the annual
average values of flow from the water treatment plant Outfall 591of 357 gpm. The alocated loads
for King Creek (KC) are based on the 30-day average limit and aflow of 22 gpm at the surface water
compliance site L-39 based on the percent of the watershed which contains mine related disturbances




3

(4)
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(6)
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(Spectrum 2001). Load limits apply only to Outfall 591, which is the discharge from the wastewater
treatment plant, and Outfall 590, which is the discharge to King Creek. These are the only outfals
expected to discharge.

For determination of metals, except auminum, use Total Recoverable method of digestion in
Methods for the Chemical Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised
1983. Use EPA or Department approved methods of analyses after digestion (40 CFR 136.3).

This parameter applies only to the discharge from the water treatment plant (Outfall 591).

This parameter is not required at Outfall 590 in King Creek.

Because the required reporting value (RRV) in WQB-7 for mercury (0.0006 mg/L) and for
aluminum (0.1 mg/L) are higher than this permit limit, analytical results reported as less than the
RRV shall be rounded to zero for averaging and reporting purposes on the discharge monitoring
report (DMR).

Mine Drainage Outfall and Surface Water Compliance Site: 571 and L-49 (Swift Gulch)

TABLE 2: NUMERIC SURFACE WATER EFFLUENT LIMITATIONS

Allocated Annual
Parameter® Concentration (mg/L) ¥ | AverageLoad® Rational
(Ib./day) onaie
30-Day | Instantaneous
Average | Maximum
. . (4) Water Quality Standard
Aluminum, dissolved 0.087 0.13 0.026 (Chronic Aquatic WQB-7)
. Water Quaity Standard
Arsenic, total recoverable 0.018 0.027 0.005 (Human Health WQB-7)
. Water Quality Standard
Cadmium, total recoverable 0.0034 0.005 0.001 (Chronic Aquatic WQB-7)
Water Quality Standard
Copper, total recoverable 00132 | 002 0.004 (Chronic Aquatic WQB-7)
Water Quality Standard
Iron, total recoverable 1.0 15 03 (Chronic Aquatic WQB-7)
. Water Quality Standard
Nickel, total recoverable 0.073 0.110 0.02 (Chronic Aquatic WQB-7)
. . Water Quality Standard
Nitrate/Nitritetotal asN 10 15 3.0 (Human Health WQB-7)

. Water Quality Standard
Selenium, total recoverable 0.005 0.008 0.0015 (Chronic Aquatic WQB-7)
. Water Quality Standard
Zinc, total recoverable 0.169 0.253 0.05 (Chronic Aquatic WQB-7)

oy
2

3

(4)

See the definitionsin Part |.A for explanation of terms.

The allocated loads for Swift Gulch are based on the 30-day average limit and a flow of 25 gpm at
the surface water monitoring site L-49 based on the percent of the watershed which contains mine
related disturbances (Spectrum 2001).

For determination of metals, except auminum, use Total Recoverable method of digestion in
Methods for the Chemical Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised
1983. Use EPA or Department approved methods of analyses after digestion (40 CFR 136.3).
Because the required reporting value (RRV) in WQB-7 for aluminum (0.1 mg/L) is higher than this
permit limit, analytical results reported as less than the RRV shall be rounded to zero for averaging
and reporting purposes on the discharge monitoring report (DMR).




Fact Sheet
November 2001
Permit No.: MT-0024864

Page 12

The pH of the discharge shal remain between 6 and 9 standard units (ARM
17.30.629(2)(f)).

There shall be no discharge of floating solids or visible foam in other than trace amounts
(ARM 17.30.629(2)(f))(ARM 17.30.623(2)(f)).

There shall be no discharge, which causes visible oil sheen in the receiving stream (ARM
17.30.637(1)(b)).

There shall be no discharge of wastewater, which reacts or settles to form an objectionable
dudge deposit or emulsion beneath the surface of the receiving stream or upon adjoining
shorelines (ARM 17.30.637(1)(a)).

There shal be no acute toxicity in the effluent discharged by the facility and no chronic
toxicity outside the boundaries of the mixing zone (ARM 17.30.629(2)(h)(i)).

2. Ground Water Final Compliance Limitations
Ground Water Compliance Wells: ZL-319 and ZL-113 (Montana Gulch), ZL-136

(Mill Gulch), ZL-308 and ZL-310 (Rock Creek/Sullivan Gulch) and ZL-139 (King
Creek)

TABLE 3: NUMERIC GROUND WATER EFFLUENT LIMITATIONS

Concentration (mg/L) @ Rationale
Parameter @
30-Day | Instantaneous
Average| Maximum
._ Water Qudity Standard
Arsenic, dissolved 0.02 0.03 (Human Health WQB-7)
_ _ Water Quaity Standard
Cadmium, dissolved 0.005 | 0.008 (Human Health WQB-7)
_ Water Quaity Standard
Copper, dissolved 13 20 (Human Health WQB-7)
. 9 Water Qudity Standard
Cyanide, total 0.2 03 (Human Health WQB-7)
) _ Water Quaity Standard
Nickel, dissolved 0.10 0.15 (Human Health WQB-7)
. L Water Quality Standard
Nitrate/Nitrite total as N 10 15 (Human Health WQB-7)
_ _ Water Quaity Standard
Selenium, dissolved 0.05 0.08 (Human Health WQB-7)
_ . Water Qudity Standard
Zinc, dissolved 2.1 31 (Human Health WQB-7)

QL See the definitionsin Part |.A for explanation of terms.
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2 For determination of metals use the dissolved method of digestion in_Methods for the Chemical
Analysis of Water and Wastes, Section 4.1. EPA-600/4-79-020, revised 1983.
(3 This parameter is not required at sampling site ZL-139 in King Creek.

Self-Monitoring Requirements

As a minimum, upon the effective date of this permit, the following constituents shall be
monitored at the frequency and with the type of measurement indicated; samples or
measurements shall be representative of the volume and nature of the monitored discharge.
If no discharge occurs during the entire monitoring period, it shall be stated on the
Discharge Monitoring Report Form (EPA No. 3320-1) that no discharge or overflow
occurred.

For purposes of determining compliance if a single sample is collected for a monthly
reporting period, that sample must be less than the monthly average. If multiple samples
(greater than 1) are collected in the month than the arithmetic mean of all the samples must
be less than the 30-day average limit and no single sample shall exceed the instantaneous
maximum limit.

1 Surface Wastewater Discharge Monitoring

Mine Drainage Outfall: 591 Wastewater Treatment Plant in Montana Gulch

TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type®
Effluent Flow Rate, gpm Daily Instantaneous
pH, standard units Daily Grab
Specific Conductance, umho/cm Daily Grab
Total Suspended Solids, mg/L Daily Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate/Nitrite total as N, mg/L Weekly Grab
Cyanide, WAD, mg/L Twice weekly Grab
Cyanide, total, mg/L Twice weekly Grab
Aluminum, dissolved, mg/L Monthly Grab
Arsenic, total recoverable, mg/L Monthly Grab
Cadmium, total recoverable, mg/L Monthly Grab
Copper, total recoverable, mg/L Monthly Grab
Iron, total recoverable, mg/L Monthly Grab
Manganese, total recoverable, mg/L Monthly Grab
Mercury, total recoverable, mg/L Monthly Grab
Nickel, total recoverable, mg/L Monthly Grab




Fact Sheet
November 2001
Permit No.: MT-0024864

Page 14

TABLE 4: EFFLUENT MONITORING REQUIREMENTS

Par ameter Frequency Type®
Sdlenium, total recoverable, mg/L Monthly Grab
Zinc, total recoverable, mg/L Monthly Grab
Whole Effluent Toxicity (WET), TU,4 Quarterly Grab

® See the definitionsin Part I.A. of the permit.

Mine Drainage Outfalls. 592 and 599 (Montana Gulch), 598 (Mill Gulch), 587 and

595 (Rock Creek/Sullivan Gulch)

TABLE 5: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency® Type”
Effluent Flow Rate, gpm Weekly Instantaneous
pH, standard units Weekly Grab
Specific Conductance, umho/cm Weekly Grab
Total Suspended Solids, mg/L Weekly Grab
Sulfate, mg/L Weekly Grab
Hardness, mg/L Weekly Grab
Nitrate/Nitrite total as N, mg/L Weekly Grab
Cyanide, WAD, mg/L Weekly Grab
Cyanide, total, mg/L Weekly Grab
Aluminum, dissolved, mg/L Weekly Grab
Arsenic, total recoverable, mg/L Weekly Grab
Cadmium, total recoverable, mg/L Weekly Grab
Copper, total recoverable, mg/L Weekly Grab
Iron, total recoverable, mg/L Weekly Grab
Manganese, total recoverable, mg/L Weekly Grab
Nickel, total recoverable, mg/L Weekly Grab
Sdlenium, total recoverable, mg/L Weekly Grab
Zinc, total recoverable, mg/L Weekly Grab

@ A sample shall be collected at the first sign of a discharge and weekly thereafter.

2 Seethe definitionsin Part I.A. of the permit.

Mine Drainage Outfalls: 571 (Swift Gulch) and 590 (King Creek)

TABLE 6: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type"”
Effluent Flow Rate, gpm Monthly Instantaneous
pH, standard units Monthly Grab
Specific Conductance, umho/cm Monthly Grab

Total Suspended Solids, mg/L Monthly Grab
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Hardness, mg/L Monthly Grab
Sulfate, mg/L Monthly Grab
Nitrate/Nitrite total asN, mg/L Monthly Grab
Aluminum, dissolved, mg/L Monthly Grab
Arsenic, total recoverable, mg/L Monthly Grab
Cadmium, total recoverable, mg/L Monthly Grab
Copper, total recoverable, mg/L Monthly Grab
Iron, total recoverable, mg/L Monthly Grab
Manganese, total recoverable, mg/L Monthly Grab
Nickel, total recoverable, mg/L Monthly Grab
Selenium, total recoverable, mg/L Monthly Grab
Zinc, total recoverable, mg/L Monthly Grab
® See the definitionsin Part I.A. of the permit.

Surface Water Compliance Sites. D-7 (Montana Gulch), L-22 (Mill Gulch), RCSS-10

(Rock Creek/Sullivan Gulch), L-39 (King Creek), and L-49 (Swift Gulch)

TABLE 7: EFFLUENT MONITORING REQUIREMENTS

Parameter Frequency Type®
Effluent Flow Rate, gpm April®, May, June, October® | Instantaneous
pH, standard units April®, May, June, October® Grab
Specific Conductance, umho/cm April®, May, June, October® Grab
Tota Suspended Solids, mg/L April®, May, June, October® Grab
Sulfate, mg/L April®, May, June, October® Grab
Hardness, mg/L April®, May, June, October® Grab
Nitrate/Nitrite total as N, mg/L April®, May, June, October® Grab
Cyanide WAD, mg/L"” April®, May, June, October® Grab
Cyanide, total, mg/L") April®, May, June, October® Grab
Aluminum, dissolved, mg/L April®, May, June, October® Grab
Arsenic, total recoverable, mg/L April®, May, June, October® Grab
Cadmium, total recoverable, mg/L April®, May, June, October® Grab
Copper, total recoverable, mg/L April®, May, June, October® Grab
Iron, total recoverable, mg/L April®, May, June, October® Grab
Manganese, total recoverable, mg/L April®, May, June, October® Grab
Nickel, total recoverable, mg/L April®, May, June, October® Grab
Selenium, total recoverable, mg/L April®, May, June, October® Grab
Zinc, total recoverable, mg/L April®, May, June, October® Grab

@ Seethe definitionsin Part I.A. of the permit.
2 This parameter is not required at sampling sites L-39 (King Creek) and L-49 (Swift Gulch).
(©)] Late April and October from the 15" to the end of the month.
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Storm Water Outfalls: 504, 505, 506, 508, 511, 512, 514, 517, 519, 596 and 597

TABLE 8: EFFLUENT MONITORING REQUIREMENTS

Par ameter Frequency” [ Type®
Effluent Flow Rate, gpm Semi-annual Instantaneous
pH, standard units Semi-annual Grab
Specific Conductance, umho/cm Semi-annual Grab
Total Suspended Solids, mg/L Semi-annual Grab
Nitrate/Nitrite total as N, mg/L Semi-annual Grab
Arsenic, total recoverable, mg/L Semi-annual Grab
Cadmium, total recoverable, mg/L Semi-annual Grab
Copper, total recoverable, mg/L Semi-annua Grab
Nickel, total recoverable, mg/L Semi-annual Grab
Selenium, total recoverable, mg/L Semi-annual Grab
Zinc, total recoverable, mg/L Semi-annual Grab
@ One sample in May or June during a spring runoff event, and another sample during July,

August or September during athunderstorm event.
2 Seethe definitionsin Part |.A. of the permit

2. Evaluation of Storm Water Quality Monitoring Test Results

Upon the completion of each sampling event, and upon receipt of the sampling test results
by the Permittee, the Permittee shall evaluate each parameter test result by comparison with
the pertinent benchmark value stated in Table 9 of this Permit, which is entitled "Storm
Water Discharge Parameter Benchmark Vaues'. If there is an exceedance of the
benchmark value, the Permittee shall evaluate the source and reason of the exceedance, and
consider additiona BMPs and/or other facility management measures, which may need to
be initiated to improve the quality of storm water discharges. These measures shall be
implemented as necessary and updated in the facility SWPPP as required. A summary of
this evaluation of storm water quality data, any exceedances of the benchmark values, and
additional BMP and/or other measures, which may be necessary, shall be attached to the
storm water Discharge Monitoring Reports (DMR).

TABLE 9: STORM WATER DISCHARGE PARAMETER BENCHMARK VALUES®

Parameter Name Benchmark Level

Total Suspended Solids 100 mg/L
Nitrate + Nitrite Nitrogen 0.68 mg/L

pH 6.0-9.0 s.u.
Arsenic, Total 0.16854 mg/L
Cadmium, Total 0.0159 mg/L
Copper, Tota 0.0636 mg/L
Nickel, Total 1.417 mg/L
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Selenium, Total

0.2385 mg/L

Zinc, Tota

0.117 mg/L

Q) Source of Table: EPA's 10/30/00 Final NPDES Storm Water Multi-Sector General Permit

for Industrial Activities

3. Ground Water Wastewater Discharge Monitoring

Ground Water Compliance Wells: ZL-319, ZL-113 (Montana Gulch), ZL-136 (Mill
Gulch), ZL-308, ZL -310 (Rock Creek/Sullivan Gulch), ZL-139 (King Creek)

TABLE 10: GROUND WATER MONITORING REQUIREMENTS

Parameter Frequency Type?
Static water level, feet July and November Instantaneous
pH, standard units July and November Grab
Specific Conductance, umho/cm July and November Grab
Sulfate, mg/L July and November Grab
Hardness, mg/L July and November Grab
Nitrate/Nitrite total as N, mg/L July and November Grab
Cyanide, WAD, mg/L® July and November Grab
Cyanide, total, mg/L® July and November Grab
Arsenic, dissolved, mg/L July and November Grab
Cadmium, dissolved, mg/L July and November Grab
Copper, dissolved, mg/l July and November Grab
Iron, dissolved, mg/L July and November Grab
Manganese, dissolved, mg/L July and November Grab
Nickel, dissolved, mg/L July and November Grab
Selenium, dissolved, mg/L July and November Grab
Zinc, dissolved, mg/L July and November Grab

@ Seethe definitionsin Part I.A. of the permit.
2 This parameter is not required at sampling site ZL-139 in King Creek.

Specia Conditions

1 Compliance Schedules (ARM 17.30.1350)

King Creek Passive Treatment System (Outfall 590)

The primary source of pollutants at Outfall 590 is the August #2 waste rock dump.
This source will be removed by April 30, 2002, which will likely significantly
reduce the load of pollutants discharged at this outfall. If subsequent monitoring
during 2002 indicates that the permit limits cannot be met, then additional treatment
will be required as outlined in the following schedule.
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A treatment system design shall be developed and reviewed by the state and fina
designs approved no later than April 30, 2003. The permittee shall notify the
Department within 14 days of this date its compliance or noncompliance with this
interim requirement.

The system shall be constructed and limits achieved no later than September 30,
2004. The permittee shal notify the Department within 14 days of this date its
compliance or noncompliance with thisfinal requirement.

Swift Gulch Passive Treatment System (Outfall 571)

The primary source of pollutants at Outfall 571 is the sulfide backfill and highwalls
within the Queen Rose pit. This source will be covered with a geo-membrane and
soil by April 30, 2002, which will likely significantly reduce the load of pollutants
discharged at this outfall. If subsequent monitoring during 2002 indicates that the
permit limits cannot be met, then additional treatment will be required as outlined in
the following schedule.

Designs for a passive treatment system in Swift Gulch shall be completed no later
than April 30, 2003. The permittee shall notify the Department within 14 days of this
date its compliance or noncompliance with this interim requirement.

Bench scale testing shall be completed no later than September 30, 2003. The
permittee shall notify the Department within 14 days of this date its compliance or
noncompliance with this interim requirement.

The system shall be constructed and limits achieved no later than September 30,
2004. The permittee shall notify the Department within 14 days of this date its
compliance or noncompliance with thisfinal requirement.

Storm Water Pollution Prevention Plan (SWPPP)

The permittee shall be required to implement the Slorm Water Management Plan for
Zortman and Landusky Mine Stes prepared for Zortman Mining, Inc. by
Hydrometrics, Inc. dated August 1996. This plan was approved by the Department
and incorporated into the finad Water Quality Improvement and Monitoring
Compliance Plan prepared for Zortman Mining, Inc. by Hydrometrics, Inc. dated
July 1996.

Administrative Requirements for the SWPPP

The plan shall:

1 be retained on site in accordance with Part VI.A. of this permit for active
mine sites or retained in the nearest field office for inactive mine sites and
oil and gasfacilities;

2. be amended whenever there is a change in design, construction, operation,
or maintenance, which has a significant effect on the potential for the
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discharge of pollutants to state surface waters, or if the SWPPP proves to
be ineffective in achieving the general objectives of controlling pollutants
in storm water discharges associated with mine reclamation activities. A
copy of any plan amendments must be submitted to the Department within
7 working days of any change.

J. Information Sources

While developing the effluent limitations, monitoring requirements and special conditions
for the draft permit, the following information sources were used to establish the basis of the
draft permit and are hereby referenced:

D

2
3
(4)

©)

(6)

(1)
(8)

9)

(10)
(11)

(12)

(13)

ARM Title 17, Chapter 30, Sub-chapter 5 - Mixing Zones in Surface and Ground
Weter.

ARM Title 17, Chapter 30, Sub-chapter 6 - Surface Water Quality Standards.
ARM Title 17, Chapter 30, Sub-chapter 7 - Nondegradation of Water Quality.

ARM Title 17, Chapter 30, Sub-chapter 13 - Montana Pollutant Discharge
Elimination System (MPDES) Standards.

Consent Decree, (1996), In the United States Didtrict Court for the District of
Montana Billings Division, Civil Action No. 95-95-Blg-JDS and No. 95-96-Blg-
JDS

Consolidated MPDES Permit Application Form 1 and Short Form 2C, received
December 24, 1996.

Environmental Management Bureau Discharge Monitoring Reports.

Harvey, Kevin C., (1998), Background Surface Water Quadlity at the Zortman
Landusky Mine Sites, pp.31.

Hydrometrics, Inc., (1996) Storm Water Management Plan for Zortman and
Landusky Mine Sites.

Montana Water Quality Act, MCA 75-5-101 et seq.

Montana (1996) 303(d) List, list of Waterbodies in Need of Total Maximum Daily
Load Devel opment

MPDES Permit File No. MT-0000396, effective date of January 3 1987, expiration
date of October 31, 1991.

Updated MPDES Permit Application for the Landusky Mine Site Phillips County,
Montana, dated December 20, 1996.
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